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CAUTION

e Please read this user manual carefully to ensure that you can use the device correctly and safely

e We do not warrant all the content is correct. The contents of this manual are subject to change without notice

e This device should be operated only from the type of power source indicated on the marking label. The voltage of the power
must be verified before using the same. Kindly remove the cables from the power source if the device is not to be used for a long
period of time.

e Do not install this device near any heat sources such as radiators, heat registers, stoves or other devices that produce heat
e Do not install this device near water. Clean only with a dry cloth

e Do not block any ventilation openings and ensure proper ventilation around the machine

e Do not power off the DVR when the device is functioning. The correct operation to shut down the DVR is to first stop recording
and then use “shut-down” button from the menu, and finally switch off the main power.

e This machine is for indoor use only. Do not expose the machine in rain or moist environment. In case any solid or liquid get
inside the machine’s case, please turn off the device immediately and get it checked by a qualified technician.

e Do not try to repair the device by yourself without technical aid or approval.

e When this product is in use, the relevant contents of Microsoft, Apple and Google will be involved in. The pictures and
screenshots in this manual are only used to explain the usage of our product. The ownerships of trademarks, logos and other
intellectual properties related to Microsoft, Apple and Google shall belong to the above-mentioned companies.

e This manual is suitable for 4/8/16-channel digital video recorders. All examples and pictures used in the manual are from
16-channel DVR.
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1 Introduction

1.1 DVR Introduction

This model DVR (Digital Video Recorder) is designed specially for CCTV system. It adopts high performance video processing
chips and embedded Linux system. Meanwhile, it utilizes many most advanced technologies, such as standard H.264 with low
bit rate, Dual stream, SATA interface, VGA output mouse supported, IE browser supported with full remote control, mobile
view(by phones), etc., which ensure its powerful functions and high stability. Due to these distinctive characteristics, it is widely
used in banks, telecommunication, transportation, factories, warehouse, and irrigation and so on.

1.2 Main Features

COMPRESSION FORMAT
° Standard H.264 compression with low bit rate and better image quality

LIVE SURVEILLANCE

[ Support HD VGA output

e  Support channel security by hiding live display

° Display the local record state and basic information
] Support USB to make full control

RECORD MEDIA
° Support one SATA HDD to record for a longer time without any limitation

BACKUP
° Support USB 2.0 devices to backup
° Support saving recorded files with AVI standard format to a remote computer through internet
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RECORD & PLAYBACK

Record modes: Manual, Schedule, Motion detection and Sensor alarm recording
Support recycle after HDD full

Resolution, frame rate and picture quality are adjustable

2 audio channels available

Two record search mode: time search and event search

Support 4/8 screen playback simultaneously

Support deleting and locking the recorded files one by one

Support remote playback in Network Client through LAN or internet

ALARM

e 1 channel alarm output and 16 channel alarm input available (applicable for 16-ch series only)
Support schedule for sensor alarm (applicable for 16-ch series only) and motion detection alarm
Support pre-recording and post recording

Support linked channels recording once motion or alarm triggered on certain channel

Support linked PTZ preset, auto cruise and track of the corresponding channel

PTZ CONTROL

° Support various PTZ protocols

° Support 128 PTZ presets and 8 auto cruise tracks
° Support remote PTZ control through internet

SECURITY

° Customize user right: log search, system setup, two way audio, file management, disk management, remote login, live
view, manual record, playback, PTZ control and remote live view

° Support 1 administrator and 63 users.
° Support event log recording and checking, events unlimited
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NETWORK

Support TCP/IP, DHCP, PPPoE, DDNS protocol

Support IE browser to do remote view

Support setup client connection amount

Support dual stream. Network stream is adjustable independently to fit the network bandwidth and environment.
Support picture snap and color adjustment in remote live

Support remote time and event search, and channel playback with picture snap

Support remote PTZ control with preset and auto cruise

Support remote full menu setup, changing all the DVR parameters remotely

Support mobile surveillance by smart phones , Symbian, WinCE, Iphone , Gphone, or Blackberry, 3G network available
Support CMS to manage multi devices on internet
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2 Hardware Installation

Notice: Check the unit and the accessories after getting the DVR.
Please don’t power up the unit till the physical installation is complete.

2.1 Install Hard Drive

Notice: 1. This series support one SATA hard drives. Please use the hard drive the manufacturers recommend specially for
security and safe field.

2. Please calculate HDD capacity according to the recording setting. Please refer to “Appendix B Calculate
Recording Capacity”.
Stepl: Unscrew and Open the top cover
Step2: Connect the power and data cables. Place the HDD onto the bottom case as Fig 2-1.
Step3: Screw the HDD as Fig 2-2

Fig 2-1 Connect HDD Fig 2-2 Screw HDD

2.2 Front Panel Descriptions

#  Notice: The front panel descriptions are only for reference; please make the object as the standard.
One kind of the front panel:
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Name Description

REC When recording, the light is blue

Net When access to network , the light is blue

Power Power indicator, when connection , the light is blue
Fn Switch the output between VGA and BNC

The other kind of the front panel:

Name

Description

Power indicator

Power Indicator, when connected, the light is blue.

HDD indicator

The light turns blue when reading/writing HDD.

Net indicator

The light turns blue when it is able to access the network.

Backup indicator

The light turns blue when backing up files and data.

Play indicator

The light turns blue when playing video.

REC indicator

The light turns blue when recording

Record button

Record manually

Play button Enter play interface
REW button Rewind key
FF button Fast forward

MENU/+ button

1. Enter menu in live 2. Increase the value in setup

BACKUP/- button

1. Decrease the value in setup 2. Enter backup mode in live

STOP/ESC hutton

1. Quit play mode 2. Exit the current interface or status

Direction button/

Change direction to select items

Multi-screen Change screen display mode like1/4/9/16 channel
Enter button Confirm selection
IR For remote controller
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Name Description
USB port To connect external USB devices like USB flash, USB HDD for
P backup or update firmware; or connect to USB mouse

2.3 Rear Panel Instructions

( O) OO
OOC :1
AUEIHO IN T VIDEQ IN—‘:
T

® @

Fig 2-3 Rear Panel for 4-ch

Iltem Name Description
1 Audio in 2-CH Audio input
2 Video in Video input channels from 1-4
3 Audio out Audio output, connect to the sound box
4 Video out Connect to monitor
5 VGA port VGA output, connect to monitor
6 LAN Network port
7 USB port Connect USB mouse or connect external USB devices
8 A/B Connect to speed dome or keyboard (A is TX+, B is TX-)
9 DC12V POWER INPUT




The rear Panel interface for 8-ch is shown as Fig 2-4:

DVR User Manual

o |&

@

=

Q©© Cié@j
(Jo()

®
®

B A

Q AUDIp OUT Q
T
% viokon® 9 VEA
|
@

AUBIO IN N use RsdssDc 12\1
| | | | |
@ @ ® ® ® ©®®®
Fig 2-4 Rear Panel for 8-ch
Iltem Name Description
1 Audio in 2-CH Audio input
2 Video in Video input channels from 1-8
3 Audio out Audio output, connect to the sound box
4 CVBS Connect to monitor
5 VGA port VGA output, connect to monitor
6 LAN Network port
7 USB port Connect USB mouse or connect external USB devices
8 A/B Connect to speed dome or keyboard (A is TX+, Bis TX-)
9 DC12V POWER INPUT

The rear Panel interface for 16-ch is shown as Fig 2-5:
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Fig 2-5 Rear Panel for 16-ch

Item Name Description
1 Audio in 2-CH Audio input
2 DC12V POWER INPUT
3 ALARM IN Connect to external sensorl-16
4 ALARM OUT 1-ch relay output. Connect to external alarm.
5 A/B Connect to speed dome or keyboard (A is TX+, Bis TX-)
6 Video in Video input channels from 1-16
7 Audio out Audio output, connect to the sound box
8 Video out Connect to monitor
9 LAN Network port
10 USB port Connect USB mouse or connect external USB devices
11 VGA port VGA output, connect to monitor

2.4 Remote Controller

It uses two AAA size batteries.
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e Open the battery cover of the Remote Controller.
¢ Place batteries. Please take care of the polarity (+ and -).

Replace the battery cover.
@ e

@®

@ ® ®©® O ® ®

[T +L s

\ z| | I

oA e T [
L

o0 Focus RIS SPEED
- X-X-X "]

@ ® @ @ @
Fig 2-6 Remote Controller

Item Name Function
1 Power Button Soft switch off to stop firmware running. Do it before power off.
2 INFOR Button Get information about the DVR like firmware version, HDD information
3 REC Button To record manually
4 Digital Button Input digital or choose camera
5 Multi Screen Button To choose multi screen display mode
6 SEARCH Button To enter search mode
7 MENU Button To enter menu
8 ENTER Button To confirm the choice or setup
9 Direction Button Move cursor in setup or pan/title PTZ
10 | +/- Button To increase or decrease the value in setup
11 | Playback Control Button To control playback, Fast forward/rewind/stop/single frame play
12 | AUDIO Button To enable audio output in live mode
13 [ Auto Dwell Button To enter auto dwell mode
14 | BACKUP Button To enter backup mode
15 PTZ Control Button To control PTZ camera: Move camera/zoom/focus/iris/speed control
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Note: Key points to check in case the remote doesn’t work.

1. Check batteries polarity.

2. Check the remaining charge in the batteries.

3. Check IR controller sensor for any masking.

4. Check the ID of the remote with respect to the DVR.

If it still doesn't work, please try using a good known remote, or contact your dealer.
The interface of remote controller is shown in Fig 2-6 Remote Controller.

Operation processes with remote controller to control multi-DVR

The default device ID of the DVR is 0. It's not necessary to reset the device ID when a remote is to be used to control a single
DVR. However when controlling multiple DVRs with multiple remote controllers, you would need to configure the device ID,
please refer to below steps:

¢ Activate remote controller to control the DVR: Turn the IR sensor of the remote controller towards the IR receiver on the front
panel, press the number key 8 twice on the remote, then input device ID of the DVR to be controlled (Range from: 0-65535;
the default device ID is 0) and press ENTER to confirm.

¢ You can check the device ID of a DVR from System Setup->Basic>Device ID. You can also set multiple DVRs with the same
device ID however this can cause interference if the DVRs are kept close to each other.

2.5 Control with Mouse

2.5.1 Connect Mouse
It supports USB mouse through the ports on the rear panel.
Notice: If mouse is not detected or doesn't work, check below steps:

10
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1. Make sure the mouse is plugged in the USB mouse port not the USB port on the front panel.
2. Try with a good know mouse.

2.5.2 Use Mouse

During live:
Double-click on any camera window for the full screen mode. Double-click again to return to the previous screen mode.
Right click to reveal the control menu on the screen. Right click to hide the control menu.

In Configuration:

Click to enter a particular option. Right click to cancel the option or to return to the previous menu.

In order to input a value in a particular screen, move cursor to the input box and click. An input window will appear as Fig 2-7. It
supports digits, alphabets and symbols as inputs. Click Shift button to input Capital letters and symbols; click Shift button again
to return.

You can change some values using the mouse wheel, such as time. Move cursor onto the value and roll the wheel when the
value blinks.

Fig 2-7 Digital Numbers and Letters Input Window
It supports mouse drag. For e.g. setting up motion detection area, click customized, hold down the left button and drag to set
motion detection area.

Setting up Schedule: hold left button and drag to set schedule time.

11
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In Playback:
Click to choose the options. Right click to return to live mode.

In Backup:
Click to choose the options. Right click to return to previous picture.

In PTZ Control:
Click left button to choose the buttons to control the PTZ. Click right button to return to live.

Note: Mouse is the default tool for all operations unless an exception, as indicated.

12
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3 Basic Function Instruction
3.1 Startup & Shutdown

Please make sure all the connections are done properly before you power on the unit. Proper startup and shutdown are crucial
to expanding the life of your DVR.

3.1.1 Startup

Stepl: Connect with the source power.

Step2: The device will boot and the power LED would turn blue.

Step3 A WIZZARD window will be pop-up and show some information about time zone , time setup , network configuration,

record configuration and disk management. User can setup here and refer to the concrete setup steps from the corresponding
chapters. If users don’t want to setup Wizard, please click Exit button to exit.

Note: This DVR can only display options on either VGA monitor or BNC monitor at a given point of time, if there is live image
display without menu options then please check if there is display on other device/monitor, or long press Fn/ESC key to wait
for login dialog box to appear. Long press Fn/ESC key can switch the output between BNC and VGA.

3.1.2 Shutdown
You can shut down the device by using IR remote controller and mouse.

By IR remote controller:

Stepl: Press Power button. This will bring up a shutdown window. The unit will shut down by clicking “OK” button.
Step2: Disconnect the power

By mouse:

Stepl:Click Menu and select “Shut Down” icon. This will take you to a shutdown window.
Step2: Click OK. Then the unit will power off after a while.

13
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Step3: Disconnect the power [ Loam

32 Login User Name

User can login or log off the DVR system. Once logged off the user cannot do any
other operation except changing the multi-screen display.

Notice: The default user name and password is “admin” and 123456”

For complete operational steps for changing password, adding or deleting users,
please refer to section 4.7 User Management Configuration. Fig 3-1 Login

Password

r Login " Cancel

3.3 Live Preview

Symbol Meaning

Green Manual record

Yellow Motion detection record
Red Sensor Alarm record
Blue Schedule record

Fig 3-2 Live Preview Interface

3.3.1 Live Playback

Click Play @ button to play the record. Refer to Figure3-3. User can do complete operation by clicking the buttons on
screen.

14
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move tool

B hide tool bar K

Camera Nz
X |
1 iil:nn:ﬂﬂ
last segment of record screen mode E-zoom record clip next segment of record

Fig 3-3 live playback

15
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4 Main Menu Setup Guide

Click right mouse or press FN button on the front panel to display the control bar on the bottom of the screen as Fig 4-1.:
dwell zoom PTZ playback

4 (Em - - - s
[} - e ot e HH

Menu screen mode color  yolume record move tool

Fig 4-1 main menu toolbar
Click the E¥ icon beside the screen display mode to display a channel select dialog. 6/8/13 channels can realize single channel
big screen. Images can drag to any place to display in the live interface. Click E icon to set up picture-in-picture. Click the E
icon beside the playback icon to select the time to playback. For example, if 2 minutes is selected and then click playback
button, it will start to playback from the past 2 minutes.
Dwell: Dwell means to display live images from different cameras in a sequence. The images may be displayed as a single
channel or in a grid fashion from different cameras. Dwell mode is enabled only when the chosen display mode is not able to
display all the available cameras.
Color: If this button is enabled, you can adjust the color of live images.
Zoom: Single channel large screen electronic amplification.
Volume: Enable sound.
PTZ: Click the PTZ button to control rotation position, speed and auto scan of the PTZ connected to the IP camera.
Record: Click this button to start/stop recording.
Playback: Click this button to playback the recorded files.

User can click P button and drag it anywhere with the left mouse

Click Menu I ¥ lbutton to pop up a window as Fig 4-2; you can also press MENU button on the front panel or operate with
remote controller to display the main menu. Clicking Setup icon will pop-up the configuration menu:

16
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MAIN MENU

Fig 4-2 system setup
4.1 Basic configuration
Basic configuration includes three sub menus: system, date & time and DST. BASIC
Ereem Date & Time |DST

4.1.1 System Device Name

Stepl: Enter into Menu-> Setup->Basic> System. Refer to Fig 4-3: e

Step2: In this interface you can setup the device name, device ID, video format, max [|fesssrrsss

network user, VGA resolution and language. The definitions for every parameters [JEEEEESRIIS

display as below: :doo'tpf T
Device Name: The name of the device as it may display on the client end or on CMS, | Engich

this would help the user to recognize the device remotely. Lganis Ay (L] Never
Device ID: This ID is used to map the DVR with IR remote controller and speed |jiaiiake

dome cameras.

Video Format: Two modes: PAL and NTSC. User can select the video format

No Image When Logout

[Default

according to the cameras being used. Fig 4-3 Basic
Password Check: If enabled the user would need to input the user name and the password for performing corresponding
operations.

Show System Time: If selected, displays the current time during live monitoring...
Max Online Users: To set the maximum number of concurrent user logins in the DVR.

17
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Show wizard: If selected, the GUI would launch the startup wizard on every boot, allowing the user to do basic setup.

VGA resolution: The resolution of live display interface, ranges from: CVBS,VGA800*600, VGA1024*768, VGA1280*1024
and HDMIL.

Note - Switching between VGA and CVBS will change the menu output mode. Please connect to relevant monitor.

Language: To setup the menu language.
Note: After changing the language and video output, the device needs to login again.

Logout After (Minutes): You can setup the screen interval time (30s, 60s, 180s, 7Es

300s). If there is no any operation within the setting period, the device will auto | === e
logout and return to the login interface. Fpr—
No Image When Logout: If selected, there will be no image showing when logout. Time Format
e 27

Sync Time With NTP Server

4.1.2 Date & Time

Stepl: Enter into Menu->Setup—~>Basic>Date & Time tab. Refer to Fig 4-4:
Step2: Set the date format, time format, time zone in this interface; checkmark “sync SHRE D.“‘E
time with NTP server” to refresh NTP server date; user can also adjust system date om0
manually

Step3: Click “Default” button to restore default setting; click “Apply” button to save
the setting; click “Exit” button to exit the current interface. Fig 4-4 Date & Time

["Default

‘Syslem ‘Date & Time [[DSiIF

Daylight Saving Time

4. 1 . 3 DST Time Offset [Hours]

Stepl: Entgr i.nto Menu%Setup%Bgsic%DST tgb. Rgfer to Fig 4-5: ::::
Step2: In this interface, enable daylight saving time, time offset, mode, start & end

month/week/date, etc. Until

Step3: Click “Default” button to restore default setting; click “Apply” button to save

the setting; click “Exit” button to exit the current interface. _Defaut_Apply
Fig 4-5 DST
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4.2 Live Configuration
Live configuration includes three submenus: live, main monitor and mask.

4.2.1 Live

In this interface, user can setup camera name, adjust colors: brightness, hue, saturation and contrast.

Stepl: Enter into Menu->Setup->Live>Live tab. Refer to Fig 4-6:

Note: A soft keyboard will pop up by clicking the camera name. User can self-define the camera name.

Step2: For a particular camera/channel setting, please click “setting” button to see a window as Fig 4-7:

Step3: In this interface, user can adjust brightness, hue, saturation and contrast in live; click “Default” button to restore default
setting, click “OK” button to save the setting.

Step4: Select “All” to setup all channels with the same parameters.

Channel

G

LIVE [ Brightness 128
[T Main Monitor [Mask =—1"1—FF
Hue 128
e e
Setting Saturation 128
[ Setting Ss==t=—=x

f Setting

Show Name Color
Setting
=

Contrast 128
4 F

Recording Status [¥

f Setting I Default

OK

["Default

Fig 4-6 Live configuration Fig 4-7 Live Color Adjustment
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4.2.2 Main Monitor | uve

Stepl: Enter into Menu->Setup->Live->Main Monitor tab. Refer to Fig 4-8: [Live [ETARIEHTEN Mask :
Step2: Select split mode: 1x1, 2x2_ 2x3, 3x3, 4x4 and channel. Click e

Channel 1 '~ Channel2 |~

button to setup the previous channel group. Click button to set the
latter channel group.
Step3: Set the dwell time. < Dwell Time[S] [5 [

Step5: Click “Default” to restore default setting; click “Apply” to save the

setting; click “Exit” to exit the current tab. =L

Fig 4-8 Main Monitor

4.2.3 Mask

You can setup private mask area on the live image picture.
Setup mask area: Click Setting button, enter into live image to press left mouse |[HEXILELL Ll
and drag mouse to set mask area. Please refer to the below picture. Right click |[Srsra
to exit. Click Apply button to save the setting.

Delete mask area: Select a certain mask area and double click to delete that
mask area. Then click Apply button to save the setting.

For a given channel a maximum of three areas (applicable for 4/8-ch series) or
one area (applicable for 16-ch series) can be masked.

LIVE

Mask Area
Setting
| Setting

| Setting

| Setting

[ Default

Fig 4-9 Mask
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Setup Mask Area Live Image Mask Area

4.3 Record Configuration

Record configuration includes six sub menus: enable, record bit rate, time, recycle record, stamp and snhap.
4.3.1 Enable

Stepl: Enter into Menu->Setup—~>Record->Enable tab. Refer to Fig 4-10:

RECORD X

[EM™ Record Bitrate | Time | Stamp | Recycle Record |Snap
S Recard Al Parameter Meaning
: : = Record To enable/disable recording
v v for the channel
= Audio To enable/disable audio
recording for the channel
v

[ Default

Fig 4-10 Enable Record
Step2: Checkmark record and audio.

Step3: Select All to setup the same settings for all channels.
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4.3.2 Record Bitrate

Stepl: Enter into Menu->Setup->Record->Record bit rate tab. Refer to Fig 4-11:

Step2: Setup rate, resolution and quality.

Step3: Select “All” to set same settings for all channels.

Step4: Click “Default” button to restore default setting; click “Apply” button to save the setting; click “Exit” button to exit the
current interface.

Note: If the rate value set is over high the maximum resources of the device, the value will be adjusted automatically.
RECORD X
[Enable fRecord Bitratel Time | Stamp |Recycle Record [Snap Parameter Meaning

Resolution fps Quality. Rate Range from: 1-30 ( NTSC ) 1-25(PAL)
ii Resolution | Support CIF, (HD1 and D1)

(ETN | T e Qualit The higher the value is, the clearer the
y dgd. < Six ootions:  lowest
g recoiaRe Imane s S opions:  owes

— lower, low, medium, higher and highest.
Remaining : 4 (CIF), 2 (HD1), 1 {D1).

f Default f Apply Exit

RECORD

Flg 4-11 record Conflguratlon-record blt rate IEnable ‘.Record Bitrate [Fime’ ‘.Stamp IRet:\,rcle Record ‘.Snap

4.3.3 Time |30 v |\Never  #][*
Stepl: Enter into Menu->Setup—>Record->Time tab. Refer to Fig |Never -
4_12: ~ |||[Never ~
Pre-alarm record time: The record time prior to actual triggering = Meverr 7[>
of an alarm i.e. record time before motion detection or a sensor
alarm was triggered.

Post-alarm record: Set the post recording time after the alarm is
finished, five options: 10s, 15s, 20s, 30s, 60s, 120s, 180s and 300s. Fig 4-12 Record Time Setup

v |||Never Y

" Exit

Apply

" Default

22



DVR User Manual

Expire time: The time till which the records would be retained. If the set date is overdue, the recorded files will be deleted
automatically.

Step2: Select “All” to setup all channels with the same parameters.

Step3: Click “Apply” to save the setting; click “Exit” to exit the current interface.

4.3.4 Stamp
Stamp : This provides an option to enable or disable the Camera Name and

the Time stamp on the video. You can also choose a position for the stamp
on the screen. CH Camera Name |Time Stamp |Position

7/ bl Setting
=

RECORD B3

‘.Enable IRecord Bitrate ‘.Time Stamp ‘.Recycle Record ‘.Snap

Stepl: Enter into Menu->Setup->Record->Stamp interface. Refer to Fig
4-13:

Step2: Checkmark camera name and time stamp; click Setting button. User
can use cursor to drag the camera name and time stamp at random
positions. Refer to below Figures:

Step3: Select “All” to setup all channels with the same parameters.

N a Setting
i i [ Setting
% %

[ Setting

i f Setting

! Default

Fig 4-13 Record Stamp Setup

04/28/2010 16:04:40

CAMERAD2

04/29/2010 16:04:40

CAMERAD2

Before Drag After Drag

23



DVR User Manual

4.3.5 Recycle Record

This option is used to recycle the HDD space once it is full. If enabled, the system will automatically delete the old records
(FIFO, recycling space) and recycle the space if it is completely utilized. The setting steps are as follows:

Stepl: Enter into Menu->Setup->Record->Recycle Record tab.

Step2: Checkmark the ‘recycle record’ box to activate the auto recycling.

Step3: Click “Apply” button to save the setting; click “Exit” button to exit the current interface.

Note: If the option is disabled or not selected, the DVR would stop recording once the HDD is full.

4.3.6 Snap
In this tab, user can set up Resolution, quality, snap interval, snap number.

4.4 Schedule Configuration

Schedule configuration includes three sub menus: schedule, motion and alarm.

4.4.1 Schedule

This tab allows defining schedule for normal recording for seven days of a week, 24 hours of a day. Every row denotes an
hourly timeline for a day. Click the grid to do relevant setup. A highlighted area denotes selected timeline.

Stepl: Enter into Menu->Setup—>Schedule tab. Refer to Fig 4-14.

Step2: Select channel and double-click to pop up a window as Fig 4-15. Now you can edit week schedule:

Click - button to add a certain day schedule; click “l##” button to delete the selected schedule;

Copy: Copy the specified schedule to other dates.

If you want to copy the schedule settings of a channel to other or all channels, you just need to select channel and click “Copy”
button.
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SCHEDULE

S

chedule| Motion |Sensor

Channel

Apply Settings To [Sunday =
End Time

Apply Settings To Channel

Default Delete

Fig 4-14 Schedule Setup Fig 4-15 Week Schedule Setup

4.4.2 Motion

This tab allows to setup schedule for motion based recording.
Stepl: Enter into Menu->Setup—>Schedule>Motion tab. Refer to Fig |IESLIEEES

4-16: [Schedule [Motom Sensor
Step2: The setup steps for schedule for motion based recording are |uEgl

similar to normal schedule setup. You can refer to 4.4.1 Schedule for
details.

Note: The default schedule of motion based recording is 24x7, that is,
the color of schedule settings interface is dark blue. This enables
motion based recording for 24x7. If you want to activate motion based
recording, you must enable motion alarm and setup schedule for
motion alarm (Refer to Chapter 4.5.2 Motion Alarm for more details).

Apply Settings To Channel

(" Default

Fig 4-16 Schedule Configuration-Motion
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4.4.3 Sensor

This function is only applicable to 16-ch series. This tab allows to setup
schedule for sensor based recording. _ :
Stepl: Enter into Menu->Setup->Schedule>Sensor tab. Refer to Fig [Schediie Woton (SRR
4_17: Channel

Step2: The setup steps for schedule for sensor based recording are
similar to normal schedule setup (Refer to 4.4.1 Schedule for details).
Note: The default schedule of sensor based recording is 24x7, that is, the
color of schedule settings interface is dark blue. This enables sensor
based recording for 24x7. If you want to activate sensor based recording,
you must enable sensor alarm and setup schedule for sensor alarm
(Refer to Chapter 4.5.1 for more details).

SCHEDULE

Apply Settings To

["Default

Fig 4-17 Schedule Configuration-Sensor

4.5 Alarm Configuration
Alarm configuration includes five sub menus: sensor, motion, video loss, F ——

her alarm and alarm out. — -
other ala a d aia out Basic| Alarm Hal‘ld"ngISEhEde

Enable Type Name

45.1 Sensor 2
This function is only applicable for 16-CH DVR. &
Sensor includes three sub menus: basic, alarm handling and schedule. <
Operate the following steps to configure sensor alarm: -
Stepl: Enter into Menu->Setup—->Alarm->Sensor->Basic tab. Refer to Fig 1

4-18: ["Default

Step2: Enable channels by checking the checkboxes beside the desired

channels. Fig 4-18 Alarm configuration-Sensor-Basic

Step 3: Set the alarm type according to triggered alarm type. Two option: NO and NC.
26
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Step4: Click “Apply” button to save settings.
Step5: Enter into Alarm Handling tab. Refer to Fig 4-19.

Select hold time and then click Trigger button. A dialog
| SENSOR
‘-Easic ‘Allarm’ Handling ‘.SEhEdlﬂE

box will pop-up as Fig 4-20:

TRIGGER - Channel 1

A& To Record |To P.T.Z

Hold Time[s] Trigger Buzzer

Trigger Show Full Screen
Trigger To Alarm Out
Trigger Email
Trigger Snap
v V1 [¥2 [“3 [~a

9 10 11 12

["Default

Fig 4-19 Sensor-Alarm Handling Fig 4-20 Alarm Handling-Trigger
Step 6: Enter into alarm tab to select the options to handle alarm.
Buzzer: If selected, the local inbuilt buzzer would be activated on an alarm.
Full screen alarm: If selected, there will pop up the chosen channel SENSOR
on the monitor on an alarm trigger. (Basic [Alarm Handling [SenEamE
To alarm out: If selected, this would trigger the external relay output ||FSE—
on detecting a sensor based alarm.

Email: If you select this option, the DVR will send an email alert to
. . . Monda

the preconfigured email address in case of a sensor based alarm
from the particular input.

. . . Thursday
Snap: If selected, the system will snap images of the checked
channels on an alarm and save them in the HDD automatically. [saturday [
Step 7: Enter into To Record tab. Select recoding channels. It would —|EeGEESSIEN channel
be recorded in case of an alarm. Click OK button to save the setting. Default
Step 8: Enter into To PTZ tab. Set preset, cruise and track options for Fig 4-21 Sensor-Schedule
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a PTZ in case of a sensor based alarm. Single or multiple PTZ units could be programmed to perform this function on the same
alarm.

Step9: Enter into Schedule tab. Refer to Fig 4-21. The setup steps for schedule for sensor based alarm are similar to normal
schedule setup. You can refer to Chapter 4.4.1 Schedule for more
details. This step is very important for sensor alarm. Even if you have
enabled the sensor alarm for all channels and setup the trigger, you will )
not see the result of sensor alarm if no schedule is added. : i i e T T T
If you have set the schedule for senor based recording in the same |

timeline, recordings can also be triggered.

10

0 Setting
4.5.2 Motion '
Motion includes two sub menus: motion and schedule.
The steps to set up motion alarm are as follows:
Stepl: Enter into Menu->Setup—>Alarm->Motion tab. Refer to Fig 4-22:
Step2: Enable motion alarm, set alarm hold time which refers to the time till
which the system will wait for further detection of motion. Eg. If the holding
time is set to 10 seconds, once the system detects a motion, it will go into
alarm but would not detect any other motion alarm (specific to channel) until
30 seconds. If there is other motion detected during this period, it is
considered it as continuous movement, otherwise it will be considered as a
single motion.
Step3: The setup steps of motion trigger are similar to ‘Alarm Handling’. You
can refer to Chapter 4.5.1 Sensor >Alarm Handling for more details.
Step4: Click “Setting” button under the Area to display the following
picture as shown in Fig 4-23: Fig 4-23 Motion-Area
Step5: In the Area tab, you can drag slide bar to set the sensitivity value (1-8). The higher the value is the more sensitive it is to
motion. Since the sensitivity is influenced by color and time (day or night), you can adjust its value according to the practical

28



DVR User Manual

conditions. Left click the grid and drag to delete area. Drag again to add area. Click E3 icon to set the whole area as detection
area. Click icon to clear the set detection area. Click I icon to test
the sensitivity as per the local conditions. Once motion is sensed, it
displays a figure icon. Click icon to save the setting. Click icon, | O
exit the current interface.

[Motion [Sehedule

Note: Prior to setting motion detection field it is recommended that you
click ﬁ icon to clear the existing field and set afresh.

Step6: Select “All” to setup all channels with the same parameters.
Step7: Click “Apply” button to save the setting.

Step 8: Enter into Schedule tab. The setup steps for schedule for motion (RS Channel
based alarm are similar to normal schedule setup; you can refer to 4.4.1 ‘
Schedule for details. Fig 4-24 Motion-Schedule

This step is very important for motion based alarm. Even if you have enabled the motion based alarm for all channels and setup
the trigger, you will not see the result of motion based alarm if no schedule is added.

If you have set the schedule for senor based recording in the same timeline, recordings can also be triggered.

Default

VIDEQ LOSS
ETEE——
4.5.3 Video Loss o
Stepl: Enter into Menu->Setup—>Alarm->Video Loss tab. Refer to Fig 4-25:
Step2: The setup steps of video loss trigger are similar to alarm handling. You can
refer to Chapter 4.5.1 Sensor >alarm handling for more details.
Step3: Click “Apply” button to save the setting; click “Exit” button to exit the current

interface.

Trigger
Trigger
Trigger

["Default

Fig 4-25 Video Loss
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4.5.4 Other Alarm

This tab gives a choice to configure alarm for Disk Full, IP Conflict, the
Disconnect event, Disk Attenuation or Disk Lost.

Stepl: Enter into Menu->Setup->Other alarm tab. Refer to Fig 4-26:

Step 2: Use the dropdown menu and select the event or the alarm.

Step 3: Check the required trigger options.

If the selected event is “Disk Full’, then use the drop down box for “Disk
Shortage Alarm” to choose a threshold value for remaining HDD space. If the
threshold value is reached, the system will trigger the Disk Full Alarm.

Click “Apply” to save settings; Click “Exit” to exit the current interface.

4.5.5 Alarm Out

Alarm out includes three sub menus: alarm out, schedule and buzzer

To setup alarm out:

Step 1: Enter into Menu->Setup—>Alarm out tab. Refer to Fig 4-27. Input relay
name and hold time.

Step 2: Select the Schedule tab. This will bring up the schedule setup interface.
The setup steps for schedule for alarm out are similar to normal schedule setup;
you can refer to 4.4.1 Schedule for details.

This step is very important for alarm out. Even if you have enabled alarm out in
the motion based alarm or sensor based alarm, you will not see the result of
alarm out if no schedule is added here.

Buzzer
It is an inbuilt alarm output device. To setup Buzzer:
Stepl: Enter into Menu->Setup—>Alarm out > Buzzer tab;

OTHER ALARM

Alarm Type Disk Full -

Buzzer
Email

To Alarm Out ~1

Disk Shortage Alarm 128 MB -
-

f Default Apply f Exit

Fig 4-26 Other Alarm

] ALARM OUT
Alarm &ut I-Sl:hlal:lullze I-Buzzer

Relay Name Hold Time[s]

["Default

Fig 4-27 Alarm Out

Step2: Checkmark Buzzer and set buzzer alarm hold time. This would trigger the buzzer when the system is in alarm.
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4.6 Network Configuration

Network configuration includes five submenus: network, sub stream, Email, server and other settings. Network settings must

be configured if DVR is used for monitoring over network.

4.6.1 Network

Step 1: Enter into Menu->Setup—>Network—>network tab. Refer to Fig4-28:

Step 2: HTTP port: the default value is 80. If the value changed, you need to
modify the IP address in the IE address .i.e. if HTTP port is set to 82 and IP
address is, 192.168.0.25, then you shall input IP address as
http://192.168.0.25:82 in |IE browser.

Server port: Communication port.

Step 3: Connect internet. If you have a DHCP server running and would like your
DVR to automatically obtain an IP address and other network settings from that
server, check the checkbox beside "Obtain an IP address automatically”. Then the
device will distribute IP address, subnet mask, and gateway IP and DNS server. If
you want to configure your own settings, please input the IP address, Subnet
mask, Gateway DNS server manually. You can also check the PPOE checkbox to
enable this feature and then enter username and password. Once the setup is
completed, your DVR will automatically dial up into your network.

Step 4: No matter what kinds of way to connect internet, you should test the
effectiveness of the network by clicking “Test” button after you setup the network.

NETWORK

Network|| Sub-stream | Email |Server |Other Settings

HTTP Port

Server Port

Obtain an IP address automatically
IP Address

Subnet Mask

Gateway

Preferred DNS Server

Alternate DNS Server

PPPoE

User Name

Password

f Default

192. 168.011- 061
000. 000. 000. 000
192. 168. 011- 001
92. 168. 011. 001
000. 000- 000- 000

Step 5: If the network is well connected, please click “Apply” button to save settings. Fig 4-28 Network Configuration-Network

4.6.2 Sub-stream
Step 1: Enter into Menu->Setup—~>Network - Sub-stream tab. Refer to Fig 4-29:
Step 2: Select fps, resolution and quality.
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Step 3: Select “All” to setup all channels with the same parameters.
| NETWORK 3

‘.-Network Sub-stream I.-Email I-Ser\.'er I.-Other Settings
. Parameter Meaning
Resoluti f Quali
celilen e el FPS Range from: 1-6 (PAL)
CIF Higher '~ |[= -
: = |E Resolution Support CIF
CIE Higher '~ _ R
: = = The higher the value is, the
CIE Higher '~ . .
= : : . clearer the record image. Six
GIF Higher =]~ Quality L
options: lowest, lower, low,
Remaining : 64 (C1F). medium, higher and highest.

CIF ~|lzx16  [~||[Higher I+

" Default T Exit

Fig 4-29 Network Sub-stream

4.6.3 Email

Step 1: Enter into Menu->Setup—>Network->Email tab. Refer to Fig 4-30:
SMTP Server/Port: The name and port number of SMTP server. Check the
SSL checkbox if the server requires a secure connection (SSL); user can setup
mail servers (such as Gmail) as required.

Send address/password: Sender’s email address/password

Receive address: Receiver’s email address. Here user can add at least three
mail addresses. Click TEST button to test the validity of the mailbox.
Attaching image: After selecting it, the system will attach images when
sending the emails.
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IVNetwork IVSub—stream Email IVSer\.rer IVOther Settings

SMTP Server poeeg
Port

SSL Check

Send Address

Password

Receive Addressi

Receive Address2

Receive Address3

Advanced
Attaching Image b
[Default | [ T Exit

Fig 4-30 Network Configuration-Email
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4.6.4 Server

This function is mainly used for connecting ECMS. The setting steps are as  |[INySuS PRy s TS R
follows:

Step 1: In the server tab, select “enable” as shown in the Fig 4-31. Enable -

Step 2: Check the IP address and port of the transfer media server in the [k
ECMS. The default server port for auto report is 2009. If it is modified, Serer Pt

please enter into the transfer media interface to check. Digfize (D 382
Step 3: Enable the auto report in the ECMS when adding a new device.
Then input the remaining information of the device in the ECMS. After that,
the system will auto allot a Device ID. Please check it in the ECMS. Fig 4-31 Network Configuration-Server

Step 4: Input the above-mentioned server IP, server port and device ID in the server interface .Then click “Apply” button to save
settings. Now, the ECMS system will automatically connect this device.

[ Default [

4.6.5 Other Settings oy —
If your DVR is setup to use PPPOE as its default network connection, you may
setup DDNS to be used in connection. The setting steps are as follows:

Step 1: Select Other Settings tab. Enable DDNS server.

Step2: Select DDNS server.

Step 3: Input user name, password and host domain name registered in the
DNS website (See the following example). P ——

Step 4: Click TEST to test the effectiveness of the relevant information. DDNS Update[Hours]
Step 5: Click “Apply” button to save the settings.

Note: The domain name server that selected by user is a banding domain
name of DVR. User should logon the website which provided by the server ,
supplier to register a user name and password firstly, and then apply for a
domain name on line. Fig 4-32 Other Settings
Once applied, user can access the server from the IE client by using that domain name.

P a——

INt-:tv\.'curk ISub-stream ‘.Email AtherSettings:

DDNS v

DDNS Server www.dvrdydmns. com -

User Name

Password

! Default [ Apply
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® How to apply for a domain name?

Here we take www.dyndns.com for example.

Step 1: Input www.dyndns.com in the IE address bar. Click "Free Trial of DynDNS Pro”->"Start the trial” to register.
Step 2: Input hostname, select service type and input your IP address. The picture is shown as follows:

Hostname:
Wildcard Status:

Service Type:

1P Address:

Mail Routing:

abc _ [ dyndns tv v
Disabled [Want Wildcard support?]

@ Host with IP address [2]

& WebHop Redirect [2]

O Offline Hostname [2]

21021 229 138

Your current lecation's IP address is 210.21.229.138|

TTL value is 60 seconds. Edit TTL.

[ Yes, let me configure Email routing. [2]

Step 3: Click “Add to cart”. Then Dynamic DNS Hosts dialog box will be displayed.

Step 4:

Password

‘Confirm password
Email

‘Confirm Email

Security Image

Subscribe to

Create user account. For example, the username is “bcd”, password is “123456".

Username

bed

aboyahoa. cam. cn

aboyahoa. cam. cn

Enter the numbers from the above image:
62517
[] DynDNS.com newsletter
(1 or 2 per month)
[ Byn Inc. press releases

T agree with the acceptable use policy (AUP) and privacy policy.

Create Account

Click” Create Account” button to create user account. After that, you shall provide your card number, card expiration and
security code as well as billing address. Finally click “sign up for trial” button.

Now, according to the domain name registration of “DDNS” , the domain name for DVR is “abc.dyndns.tv”, username is “bcd”
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and password is “123456”

Connect DVR via network:

Step 1: Enter into Main menu->Network->other settings, checkmark DDNS, select “Dyndns” at the DDNS Sever pull down list
box and input user name and password.

Step 2: Login IE browser and input registered domain name “http://www.abc.dyndns.tv” to connect DVR.

Enable UPnP: Select UPnP here and then enable UPnP function in your router. Therefore, there is no need for you to forward
LAN IP address and port in the router in connection of internet. After that, you can check the WAN IP address in the router.

Definitions and descriptions of network configuration:

DDNS server
DDNS server | Website provided by dynamic domain name supplier. The optional:
www.meibu.com , www.dyndns.com, www.no-ip.com and mintdns type.

User name User name for log in the website of domain name supplier
Password Password for log in the website of domain hame supplier
Host domain The domain name user registered at the supplier’s website.

Update interval | The interval time of upgrading DVR IP address

4.7 User Management Configuration

This tab allows you to add normal or advanced users. To add user and setup user authority:

Step 1: Enter into Menu->Setup—~>User management configuration. Refer to Fig 4-33:

Step 2: Click Add button to display a dialog box as Fig 4-34:

Step 3: In General tab, input username, password and select user type. You can also check ‘Binding PC MAC Address’ and
input this address.

Step 4: Click ‘OK’ button to save settings.
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Note: When the default value of binding PC MAC address is 0, the user is not bound with the specified computer. If the bind
option is used, the user would be able to log into the DVR only through the specific computer (carrying the MAC address).

[ ADD USER i

General ‘{Authurity

User Name

Password
[

USER MANAGER Confirm Password
T E— User Type
User Name User Type PC MAC Address
admin Admin 00-00°00-00-00-00 Binding PC MAC Address
[ setup ["Delete I'Change Password [ oK M Exit
Fig 4-33 User Management Configuration Fig 4-34 Add-General

Step 5: Select Authority tab and then assign the operation rights for particular user. Refer to fig 4-35.
ADD USER ¢
Autherity’

=
General

Log Search System Setup Shut Down
~| Two Way Audio File Management Disk Management
~| Remote Login
¥ Live View
~ v 1 v|2 V|3 v 4 v v 5 Vg v T g

~ ~l9 ~i10 |[¥11 |I¥)12 v |13 |IZ14 |15 [|F16

~| Manual Record

~ ~1

Fig 4-35 Add User-Authority
If you want to delete the user, please select the user you want to delete in the user list box and then click “Delete” button.
If you want to modify the user, please select the user you want to modify in the user list box and then click “Setup” button to
modify its general information and authority.
If you want to change password of a user, please select the user in the user list box and then click “Change Password” button.
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P.T.Z configuration includes two submenus: serial port and advanced settings.
Serial port settings are as follows:

Step 1: Enter into Menu->Setup > P.T.Z ->Serial port tab. Refer to Fig 4-36:

Step 2: Select “enable” and setup the value of address, baud rate and protocol according to the settings of the speed dome.
Step 3: Configure all channels with the same parameters by selecting the “All” box and then doing the relevant setup.

P.T.Z
mlrﬁxdvanced
[Enable  |Address  |Baud Rate  |Protocol  |Simulative Gruise |
~ ~||[pELcor -] ¥ s
~|||pELCOR -] [~

~||lpELcop ] [~
~|||pELCOR =

v
v
v

~||[pELCOR I+

[ Default i Apply

Fig 4-36 P.T.Z Configuration-Serial Port

Definitions and descriptions of network stream:

Parameter Meaning
Address The address of the PTZ device
Baud rate Baud rate of the PTZ device. Range form: 110, 300, 600, 1200, 2400,
4800, 9600, 19200, 34800, 57600, 115200, 230400, 460800, 921600.
Protocol Communication protocol of the PTZ device. Range from: NULL, PELCOP,
PELCOD, LILIN, MINKING, NEON, STAR, VIDO, DSCP, VISCA,
SAMSUNG, RM110, HY, N-control.
Simulative If enabled, no matter whether the PTZ device supports cruise or not, the
Cruise presets will cruise.
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Advance settings are as follows:
Step 1: Enter into Menu->Setup—> P.T.Z 2> Advanced tab. Refer to Fig 4-37:

Step 2: In the Advanced tab, click preset “Setting” button to see a dialog box as Fig 4-38:
PRESET - Channel 1

I.-Serial Port [Advanced

Nao. Enable Name Preset

v [ Setting
< [ Setting
g [ Setting
v [ Serting

OK

[€H [Preset  [Cruse  [Track
f Setting [ Setting [ Setting
f Setting [ Setting [ Setting
f Setting f Setting f Setting

Setting [ Setting [ Setting

Defauilt

Fig 4-37 P.T.Z Configuration-Advanced
Step 3: In the preset setting tab, while clicking Setting button, a dialog
will pop-up as Fig 4-39:
® User can control the dome by rotating up, down, left, right and
adjust the rotating speed zoom, focus and iris of the dome;

®  Select the serial number of the i)reset point. Click ¥4 button to

enable the PTZ wiper and click button to enable the PTZ light. Fig 4-39 Preset Setting

Note: PTZ must support wiper and light function and these two buttons are just available when selecting PELCOP or
PELCOD.

[ CRUISE - Channel 1

® Click Save button to save the settings, click ! icon to hide the

No. Name
tool bar, right click to view the toolbar again; click icon to exit the |M Cruise
current interface. 2 Zz:z:
® In the preset interface, click OK button to save the setting; click
Exit button to exit the current interface. 101 M« > M
Step4: In the Advanced tab, while clicking cruise “Setting” button, a |l " Setwp | [ Delete | [Clearal [ 0K [ Exit
dialog box will pop-up as Fig 4-40: Fig 4-40 Cruise Setting
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® Click Add button to add cruise line in the list box (max 8 cruise line can be added); select a cruise line and click Setup
button to see a dialogi box as Fig 4-41:

® Click Add icon to set the speed and time of preset point; select a preset point and then click Delete |c0n E to

delete that preset point; click Modify icon to modify the setting of a preset point. User can click = icons to
adjust the position of preset point. Click Preview button to preview the cruise line; click OK button to save the setting; click Exit
button to exit the current interface.
® Select a preset point in the cruise line list box. Click Delete button to delete that cruise line; click Clear all button to clear all
cruise line from the list box; click OK button to save the setting; click Exit button to exit the current interface.
Step5: In the Advanced tab, while clicking track “Setting” button, a dialog box will pop-up as Fig 4-42:

| crRUISE PRESET 3

lPreset  |Speed  |mime
256 1 5
256 2 5
256 3 5
258 4 5

= ZEG '+ _Track
r r Start Record
< m ) [= Focus [+

[T s e i S =

V = ris ¥ L) 2 Start Track

IEBE R

(Preview [ OK ET

Speed: 5 —_— —— - X

Fig 4-41 Cruise Setting-Modify Cruise Line Fig 4-42 Track Setting

® User can control the dome by rotating up, down, right, left and can adjust the rotating speed and zoom, focus and iris of
the dome; click Start Record button and move the PTZ in the required manner to record by the DVR. Click this button again can
stop recording. Click Start track button to play recorded track. Click this button again can stop the playback.

® Click icon to hide the tool bar and right click to view the toolbar again. Click icon to exit the current tab.

Step 6: After the completion of settings, click “Apply” button to save settings.
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49 Advanced

Advanced configuration includes three submenus: Reset, Import/Export and Block/Allow list.

4.9.1 Reset
This would reset the system to factory defaults and reboot the DVR.

4.9.2 Import/Export

User can export the data files into mobile storage devices as backup and can also import specified data files from mobile
storage device to DVR.

4.9.3 Block/Allow list
BLOCK f ALLOW LIST
0O) Block List Allow List

196. 168. 000. 002 196. 168. 000. 004

IP Frem To

000. 000. 000. 000 000. 000. 000. 000

[ Default f Apply § Exit
Fig 4-43 Block/Allow List

Here authorized user can prohibit computer users within a certain IP address range from accessing DVR or allow computer
users within a certain IP address range to access DVR. For example, if an admin don’t want computer users within IP address
range from 196.168.000.002 to 196.168.000.004 to access the DVR, he can checkmark ‘Block list’ option, and then input such

IP address range. If it is required that computer users within a certain IP address range access DVR, they can checkmark
“Allow list option”, and then do the required configuration.
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5 Search, Playback & Backup

Search configuration includes four submenus: time search, event search, file management and image.

5.1 Time Search

Stepl: Enter into Menu->Search > Time search tab. Refer to Fig 5-1:
SEARCH

9 |M10 11 12

M 13 M4 215 16

Fig 5-1 Search Configuration-Time Search
Step2: Select date and channels on the right hand side and press “Search” button. A date with highlighted borderline indicates
presence of data.
Step3: Set the start time by clicking a particular grid or by entering the specific value in the start time field.
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Step4: Select the channel display mode and click button to play record.

Use the playback toolbar to control the playback.

color backup

Play/passe, FF/rewind

- HE ~ e
11
| [

NN -~
(1]

1| -«
|

MY frame SRS

last seament of record screen mode E-zoom record clip

hide tool bar move tool

Camera Name

next secment of record

Playback buttons

Note: When the monitor resolution is set to VGA800*600, Part of the time search interface will be hidden. Click the “Expand to”

button to expand the whole interface.

The method of record backup during a certain period in the playback interface:

Select the start time by dragging the slider and click icon. Then select the end time and click this icon again to confirm the

record period. Next, click . icon to backup the record during this period.

5.2 Event Search
Stepl: Enter into Menu->Search->Event Search tab. Refer to Fig 5-2:
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SEARCH %

ITlme Search |[Event Search IFlle Management IImage ‘

" Search

Type Start Time End Time l:l
Motion 017122011 16:08:31 01/12/2011 16:08:49 Su (Mo [Tu |We (Th |(Fr [Sa
Sensor 017122011 16:08:31 01/12/2011 16:08:49 1
Motion 017122011 16:08:31 017122011 16:08:49 3 4 & 53 ¥ 8
1o 11 ey 13 | 14| 15
17 |18 [ 19 | 200 | 21 | 22
24 | 25 | 2B | 27 | 28 | 29
31
Vi1 [¥2 ¥a3 [#a
e vis e 7 s
~| Motion ¥| Sensor ¥i8 @10 ¥11 ¥i12
~14 215 [¥16

Fig 5-2 Search Configuration-Event Search
Step 2: Select date and channels on the right hand side. A data with highlighted borderline indicates presence of data.

Step 3: Then checkmark Motion, Sensor or All accordingly. You can search for motion based recording and sensor based
recording.

Step 4: Press “Search” button to display the searched event information in the event list box.
Step 5: Double click the event item to play the record.

5.3 File Management
Stepl: Enter into Menu->Search->File Management tab. Refer to Fig 5-3:
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SEARCH x

[Time Search |Event Search [File Management IImage ["Search

Start Time End Time Status
01/12/2011 16:08:31 01/12/2011 16:08:49 Writing We [Th |Fr |Sa
01/12/2011 16:08:31 01/12/2011 16:08:49 1
014122011 16:08:31 01/12/2011 16:08:49 5 (6|7 |8
01A12/2011 16:08:31 01/12/2011 16:08:49 2 13 [ 14115
0141242011 16:08:31 01/12/2011 16:08:49 U9 20| 20| 22
01/12/2011 16:08:31 01/12/2011 16:08:49 Writing 260|228 29

01/12/2011 16:08:31 01/12/2011 16:08:49 Writing
01/12/2011 16:08:31 DI12/2011 16:08i49  Wiiting : 3 : ;
Al (< v [h =11 &0
v 15 [V 16

Fig 5-3 Search Configuration-File Management
Step 2: Select date and channels. The date with highlighted borderline indicates presence of data.
Step 3: Press “Search” button to display the searched files in the file list box.
Lock: Select a file and click Lock button to lock this file. Once locked, the file cannot be deleted.
Unlock: Select a locked file and click Lock button to unlock this file
Delete: Select an unlocked file and click Delete button to delete this file.
Step 4: Use “All” button to lock/unlock or delete all files in the file management column.
Step 5: Double click an unlocked item to playback.

5.4 Search by Image

Step 1: Enter into Menu->Search->Image tab.

Step 2: Select data and channels on the right hand side.

Step 3: Press “Search” button to search for a recorded image.

Step 4: Once an alarm image has been identified, the user can double click the image to play the recording.

You can lock the image by clicking “Lock” button. Click “Save” button to copy the image on the HDD. Click “Save All” to copy all
images on the HDD.
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Note: In order to take images on alarm, the snapshot feature should be activated in “Alarm Handling” for different kind of alarms.
Please refer to 4.5 Alarm Configuration for details.

5.5 Backup

This unit supports backup by USB flash drive. User also can make backup by IE browser via internet. Refer to 7.3.2 Remote

backup.

Stepl: Enter into main menu - Backup interface. Refer to Fig
BACKUP

S RESIRESINES IS NES INEY NS
@[~ [alsa|wn|=

(o}
T

Start Time

05/24i2011 15:11:17
05/242011 15:11:17
05/24i2011 15:11:17
05/24/2011 15:11:17
05/24i2011 15:11:17
057242011 15:11:17
05/24i2011 15:11:17
057242011 15:11:17

5-4.

End Time

05/24/2011 15:13:22
05/24/2011 15:13:22
05/24/2011 15:13:22
05/24/2011 15:13:22
05/24/2011 15:13:22
05/24/2011 15:13:22
05/24/2011 15:13:22
05/24/2011 15:13:22

E3

Start Time |05 4 24 2011 B8
00 : 00 : 00

End Time |05 4 24 7 2011 B8
23 : 59 : 59

vI¥l1 [#l2 VI3 (¥4
vlEs e =7 [=s

9 10 (111 12

13 (14 []15 (18

[ < ¥

" Search

i Backup

Fig 5-4 Backup Configuration
Step2: Set the start & end time, select channels and click Search button to display the searched data in the data backup list box
Step3: Select a required file or checkmark “All” to select all data files. Click Backup button to display Backup information
window.
Step4: In the backup information interface, user can check the relevant options for backing up files. These options include
storage Media, backup player and save file type. Then click Start button to start backup.

Note: If the backup files are saved in DVR format, please check backup player. Only this player can play these files in DVR
format. If the backup files are saved in AVI format, you can play these files with common media player.
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6 Manage DVR

6.1 Check System Information
Check system information includes five submenus: system, event, log, network and online user.

6.1.1 System Information
In this tab, user can check the hardware version, MCU version, kernel version, device ID, etc.

6.1.2 Event Information
In this tab, you can search for events like motion, sensor and video loss. The utility provides an interface to have a date based
and a channel based search. This report can further be saved on a USB flash drive as an html file using the export button.

6.1.3 Log Information

In this tab, you can search for relevant logs as per the set date and event which includes operation, setup, playback, backup,
search, check information and error. This report can further be saved on a USB flash drive as an html file using the export
button.

6.1.4 Network Information
In this tab, you can check relevant parameters of network.

6.1.5 Online Information
In this tab, you can check the details of the connected online users.
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Refresh: refresh the current interface.
Disconnect: Disconnect the online users to access DVR. If this function is used by the admin, the particular PC will not be able
to access the device for five minutes. .

6.1.6 Record Information

In this tab, a user can check resolution, ftp and record status including sensor based recording, motion based recording,
manual recording or schedule recording.

6.2 Manual Alarm
In this tab, user can trigger a manual alarm.

6.3 Disk Management

1. Format the disk
Stepl: Enter into disk management tab.

Note: please format the hard disk before recording. If not formatted, it will show the status of the disk-free space, and total
space at the bottom of screen.

Step2: Click Refresh button to refresh the disk information in the list box;
Step3: Select a hard disk and click Format button to start format.

Note: All recorded files in the hard disk will be lost once it is formatted.
2.  Advanced

User may check model, S/N, firmware, health status of the disk in this interface. User also can monitor the temperature, internal
circuit, dielectric material of the disk, analysis the potential problems of the disk and warn so as to protect its data.
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6.4 Upgrade

The DVR can be upgraded by using USB flash drive. Get the upgrading software from your vendor when there is a new
software version.

Upgrade Steps:

Step 1: Copy the upgrade software which gets from vendor into the USB storage device

Step 2: Connect the USB flash drive to the USB port.

Step 3: Enter Menu—>Upgrade tab. Then the upgrade software name would be displayed in the upgrade list box.

Step 4: Select that software and then click upgrade button. It will upgrade automatically.

Note: Please wait for a while when the system reboots. Never cut off power during upgrading. The original configuration will be
reserved after upgrade.

6.5 Logoff
Enter into Menu > Logoff tab. A log off dialogue box will popup. The device will log off by clicking “OK” button. If you want to log
in again, click icon to enter into user name and password to re-login.
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7 Remote Survelillance

7.1 IE Remote Surveillance
In order to view the DVR from a network it must be connected to a LAN/WAN or internet. The network setup should be done
accordingly. Please refer to 4.6 Network Setup. This DVR supports IE browser, on Windows XP and Vista platform.

7.1.1 On LAN

Step 1: Enter into the DVR’s Main Menu->Setup—>Network tab to input IP address, Subnet Mask, etc .If using DHCP, please
enable DHCP in both the DVR and the router.

Step 2: Enter Record Setup to set network video parameters like resolution, frame rate etc.

Step 3: Open IE on a computer on the same network. Input the IP address of the DVR in IE address bar and press enter.

Step 4: IE will download ActiveX component automatically. Enter the username and password in the subsequent window

) Notice: If HTTP port is not 80, other number instead, need add the port number after IP address. For example, set HTTP
port as 82, need input IP address like 192.168.0.25:82.

User name and password here are the same with that used on the DVR. The default is admin and 123456.

7.1.2 On WAN
There are two ways for the DVR to connect to internet.

1. Connect the DVR to internet through router or virtual server

Step 1: Enter into the DVR’s Main Menu->Setup->Network interface to input IP address, Subnet Mask, etc. If using DHCP,
please enable DHCP in both the DVR and router.

Step 2: Forward IP address and port number in Virtual Server setup of the router or virtual server (If the user has enabled the
UPnNP function in both the DVR and router, he can skip this step). Configure the firewall to allow accessing the DVR.

Note: Port forwarding settings may be different in different routers and server. Please refer to the router’s manual for details.
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Step 3: Open IE browser, input IP address, or dynamic domain name and enter. If HTTP port is not 80, add the port number after

IP address or domain name.
Step 4: IE will download ActiveX automatically. Then a window pops up and asks for user name and password. Input name and

password correctly, and enter to view.

Note: If you cannot download and install ActiveX, please refer to FAQ Q8.
‘ LIVE SEARCH BACKUP CONFIG TOOLS INFO

e
‘ ! 2011-04-28 10:35:06

| Status

B Master Stream
B sub-stream

Local Recording Status

i 20 53 405 en L il
| 9 10 11 12 13 14 15 16|

[
@ @ [

@000 0000 0RO OO L v@ -- - -
Fig 7-1 View with IE Browser

2. Connect the DVR to internet through PPPOE directly.
Step 1: Enter into the DVR’s Main Menu->Setup—>Network interface to enable PPPoE and then input user name and password

received from your ISP. Next, click ‘Apply’. The DVR will connect to the server and would give a confirmation message.
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Step 2: When accessing the remote interface of DVR, user can input WAN IP to access directly (user can enter into Main
menu->Information=>Network interface to check IP address).
Step 3: If users want to utilize dynamic domain name, please apply for a domain name in a DNS server supported by the DVR or

router. Then add to the DVR or router.
Step 4: The following setting steps are as the same as Step3 and Step4 in Point 1.

7.2 Remote Surveillance through Apple PC

Note: Because the current plug-in version of client end just only supports 32-bit mode, so the safari browser shall start 32-bit
mode. If the browser is the earlier MACOS version, the default setting is 32-bit mode and the setting can be skipped.

The Setting steps are as follows:

First: Right click safari icon and select “Show in Finder”.

Second: Select Applications>Right click “Safari. App”->Select “Get Info”.

PLACES £) iChatapp Version 5.0.2
K Deskrop © ovD.app
A tonychen & Image Capture.app
A\ ¥ iMovie.app
e B s s
uments O Sync.app
SEARCH FOR 5 Tunes.apg Open
Today A Web.app
Yesterday & Mailapp Show Package Contents
Past Week % Microsoft A Move to Trash
(&) Allimages MPayer O3
@ Al Movies @ Onyxapp 0 .
B PhotoBoot Compress “Safari.app
S O Decmem % Previewap  Burn "Safari.app” to Disc..
@ QuickTime  Duplicate
© RealPlayer.  Make Alias
[@5farapp.  Quick Look *Safari.app”
Stickies.ap
R ’ L & Systempre  Copy “Safari.app”
emove from Dock 7 Tetdnal :
Open at Login @ Teawang  Show View Options
. © Time Mach
Show in Finder ) Macintosh
sof]
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Third: Select “open in 32- bit mode”.

¥ Ceneral
Kind
Size

Where
Created
Modified

Version

Application (intel)

$7.3 MB on disk (48,525,663
bytes)

/Applications

20098~ 20 1:22a.m
2010-10-19 7

11:56

5.0.2, Copyright © 2003-2010
Apple Inc

I ¥/ Open in 32-bit mode I

7.2.1 On LAN
Step 1: After starting Apple computer, click Apple
Preferences”=>"Internet &Wireless”>click “Network”

Open using Rosetta

» More Info

¥ Name & Extension

icon. The following

About This Mac
Software Update...
Mac OS X Software...

System Preferences...
Dock [3
Recent Items >

Force Quit Finder X039

Sleep X%a
Restart...

Shut Down...

Log Out coodoo... 4 %Q

window will pop up. Please select “System

Step 2: Enter into Network interface and then click “Ethernet Connected” to check the internet connection of Apple PC.
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Status: Connected

Ethernet is currently active and has the IP
address XXX, X000 XXX. XXX

Configure IPv4: | Manually -
IP Address: XXX. XXX. XXX. XXX
Subnet Mask: XXX. XXX. XXX. XXX
Router: XXX. XXX. XXX. XXX
DNS Server: XXX. XXX. XXX. XXX

Search Domains

Advanced G\

her changes. Assist me

Step 3: After acquiring the IP address, Subnet Mask and so on, please enter into the DVR’s Main Menu->Setup->Network

interface to manually input IP address, Subnet Mask and Gateway according to the configuration of PC. The network segment

should be the same as the PC. If using DHCP, please enable DHCP in the DVR and router.

Step 4: After finishing the above information, users can enter LAN IP and http port in the Safari browser. For example: input

http://192.168.1.100:81 (here 192.168.1.100 is LAN IP of DVR, 81 is the http port of DVR). Click “ & "button, the browser will

download Active X control as shown below: -
ek Web Client

(<[> |[®©) (88} {+]i o /192 168.1. 100:81 ¢ (o Jw)(o]i

M = Apple untitled folder »
please click icon to load and install pr— ‘ |
WebkitPlugin: ' [ |
[

please restart browser to ensure WebkitPlugin can take
effect after install!

Step 5: Click A4 icon and then select the Active X control, the welcome interface will be shown. Click “Continue”>"Install”
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button , the following window will pop up :

Downloads
8no « Install WebClientPlugin-64 "

n-64.pkg
Welcome to the WebClientPlugin-64 Installer E Type your password to allow Installer to make
8 Downloads i A changes.

@ Introduction | i |

You will be guided through the steps necessary to
install this software.

Name: coodoo

Password: ||

Tmagy Details

C bt - —
( Continue @ Cancel ) C OK )

A
Input the name and password of Apple PC and then click “OK” to install this Active X control.
Step 6: After finishing installing the Active X control, please quit from the Safari browser. Right click Safari icon on the desktop
and then select “Quit” button to quit the browser. Then restart Safari browser. Input the IP address and http port to enter into the
login interface of DVR.

7.2.2 On WAN

There are also two ways for DVR to connect to Internet.

1. Connect the DVR to internet through router or virtual server

Step 1: The network setups are the same as step one to step four of point 1 on WAN of IE remote surveillance.

Step 2: Enter WAN IP and http port in the Safari browser to install the Active control. Then a window pops up and asks for user
name and password. Input name and password correctly, and enter to view.

2. Connect the DVR to internet directly.

Step 1: The network setups are the same as step one of point 2 on WAN of IE remote surveillance.

Step 2: Enter WAN IP and http port or domain name in the Safari browser to install the Active control. Then a window pops up
and asks for user name and password. Input name and password correctly, and enter to view.
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7.3 Remote Preview

LIVE | SEARCH BACKUP CONFIG TOOLS INFO

2011-04-28 10:35:06
Status ®

B Master Stream
B sub-stream

[1T2[5 14 5117 o}
[ o [10]11]12[12 PEIRERTH

Local Recording Status

3|12 £3 2 a5 17 v 7| o8
9 10 11 12 13 14 15 16

®
ol
[]
[%t@

Symbol and function Definitions:

||c'aooo 5000 8000 0000| |m] - [mm) - [me - [m) - (s - [ - * e
@ ®
Fig 7-2 Remote Live Preview
@ Channel indicator | @ | Screen display mode ® Volume
@ Snapping picture ® | Start manual record ® Start IE record
@ Bidirectional talk Playback © Color
@

PTZ control Master/sub stream status
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Note: Click button to record manual and the record file will be saved in user’s PC.
Screen display mode:

Click the ™ icon beside the screen display mode, Mo1 Moz Fo3 Ho4

channel select dialog will appear as below: Mos Moe Mo7 “os

Take 8-channel view for example: user can checkmark 8 g S?i g:z g:; S:E

channels form 1-ch to 16-ch at random to display the live

pictures. A maximum of 16 channels can be selected. ] [ Cancel ]

Then click OK button to confirm the setting. Fig 7-3 Channel Selection

Color adjustment:
Drag the slide bar to adjust Brightness, Contrast, Hue, and Saturation. Click Default to reset them to original value.
Buttons Description

Drag the scroll bar to adjust the brightness of channel

é

Drag the scroll bar to adjust the contrast of channel
Il Drag the scroll bar to adjust the saturation of channel
LD Drag the scroll bar to adjust the hue of channel

Click this button to recover the default value of brightness,
contrast, saturation and hue.

: @)
il @Dt:u::(:

Save the adjustment

PTZ control

Please connect speed dome to the device via RS485 firstly. Make sure the protocol of the speed dome is supported by the
device and is configured accordingly in the DVR. User can move the dome up, down, right, left and adjust rotation speed, Iris
and zoom, focus and set the presets, etc.

Buttons definition:
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Buttons Description

Ameans the dome rotate up. ¥means the dome rotate up left. ¥means the dome
rotate up right ™ means the dome rotate down. & means the dome rotate left down.
4 means the dome rotate right down. dmeans the dome rotate left. Bmeans the
dome rotate right. Mimeans the dome stop rotating.

Drag the scroll bar to adjust rotating speed of the dome.

U
E] 'Iris' button. Click button near 'lris' button to increase light of the dome. Click

E]button near 'lris' button to decrease light of the dome.

E] E '‘Zoom' button. Click button near 'Zoom' button to zoom in the locale picture of this

camera. Click E]button near 'Zoom' button to zoom out the locale picture of this
camera.

E] 'Focus' button. Click button near 'Focus' button to have long focus. Click

button near 'Focus' button to have short focus.

@ +| | Go to the Preset
@ & E] Select and do auto cruise
@l Track
'S Auto scan
=] Wiper button
o Light button

Click the right mouse on the live interface to display a pull-down menu as below
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Master Stream
& Sub-stream
All to Master Stream
All to Sub-stream
Enable Audia
Full Screen
zoom in 3
Fig 7-4 Right Key Sub Menu
Stream: this DVR supports master stream and sub stream. Master stream has higher frame rate, max 25 fps ( PAL ) /30 fps

( NTSC Yor every channel, but it needs higher network bandwidth; second stream has low frame rate, max 6FPS ( PAL Y7FPS
(NTSC) for every channel, but it requires low network bandwidth as compared to the master stream. Therefore, users can
select the stream according to their bandwidth.

All to master/sub stream: Set all channel to master stream or sub stream.

Enable audio: Enable or disenable audio

Full screen: The live preview picture will display in full screen and the tool bar will be hidden; double click left or click right
mouse to return.

Zoom in: Single channel large screen electronic amplification. Click the channel which needs to be zoomed. Right click to
select zoom in button to zoom in the image. Double click or right click to exit.

7.4 Remote Playback & Backup
7.4.1 Remote Playback

Click EI button to enter into record playback interface. Refer to Fig 7-5:
Select the record date and channels and double-click the file name in the record file list box. Then user can play that file and
preview the picture.

58



DVR User Manual

= Record Date 20091224 v

&

= [v] 00-00-00-00-00-00 A

CAM1

CAM2

CAM3 - |

CAM4

- [P1CAMA o]

File Name chan... Time Lenci™
20091224001802_01.avi CAM1 00:18:02
20091224062357_15.avi CAM15 06:23:57
20091224062529_09.avi CAMS 06:25:29 2:3
20091224062750_07.avi  CAM7 06:27:50
20091224062751_16.avi CAM16 06:27:51
20091224062952_08.avi  CAMS 06:29:52
20091224063015_05.avi  CAMS 06:30:15 i
20091224063102_06.avi CAMG 06:31:02
20091224063127_11.avi CAM11 06:31:27 |

200:31224062529_09 avi 06:25:29

. full screen
play pause stop next frame next file path

Fig 7-5 Play Record File Interface
This DVR supports remote time search, event search and file management.

By Time Search:
Stepl: Enter into Search->Time search. Refer to Fig 7-6:

59

volume



DVR User Manual

Start time

M1 O2 O3 [O4

Os Os Oz [Os

Oeo O O [HOi2

O3 O Ois Ois

2010-01-12 V_’@

00 : 00 : 00

>

e N | Play

(e
“

Search

2010

v[3an

v

Channel 1
Channel 2
Channel 3
Channel 4
Channel 5
Channel 6
Channel 7
Channel 8
Channel 9
Channel 10
Channel 11
Channel 12
Channel 13
Channel 14
Channel 15
Channel 16

[20:00

Sun Mon Tue Wed Thu

< e VR S U sl 7

11 |F¥Y 13

14

18| 19| 20 | 21
25|26 27 | 28

Fri Sat
1|2
8|9
15/16
22|23
2930

®

M1

M2 M3

M4

Ms

Me ™7

2k

2l

10 11

12

HEEE

13

14 M1s

18

©

Fig 7-6 Time Search Interface
Step2: The highlight date in the area®) indicates recorded data. Select the date in the area @ and record channels in area®

Step3: Click “Search” button. The record data will be displayed in the data information list box;
Step 4: Set the Start time and display mode in the area@ as required
Step 5: Click “play” button to playback

Step 6: Click the relevant buttons in the interface for operation, like FF, pause, change channel mode, research, etc. Please

refer to Fig 7-7:
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LIVE | SEARCH | BACKUP CONFIG TOOLS INFO

Or O2 O3 [O4
Os Oe Oz [Os =r— Choose
Me [ On [Oi2 S
O3 O Ois [Oie

Start Time
2012-03-27 &) Start Time
00 00 00

<

) Play

@ E i EJ @ @ l s

Play

Playback Backward Stop Prevuous Section FuII Screen Snap Picture Exit

By Event Search:

Fig 7-7 Time Search Playback

Stepl: Enter into Search->Event Search. Refer to Fig 7-8:
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2
Start time End time Type (\
1 2010-01-09 00:01:07 2010-01-09 00:02:16 motion J
1 2010-01-09 00:03:28 2010-01-09 01:24:11 manual )
1 2010-01-09 00:08:36 2010-01-09 00:09:31 motion
1 2010-01-09 00:10:10 2010-01-09 00:10:58 motion Search
1 2010-01-09 00:11:30 2010-01-09 00:12:15 motion
1 2010-01-09 00:14:48 2010-01-09 00:15:43 motion 2010 ¥[3an v
1 2010-01-09 00:15:45 2010-01-09 00:17:09 motion Sun-Mon Sfue wed: T FI" 52“
1 2010-01-00 01:24:11 2010-01-00 02:46:11 manual =l ez elineE
1 2010-01-09 02:46:11 2010-01-09 03:19:45 manual 10| 11 [E®Y 13 | 14/15/16
1 2010-01-09 17:39:52 2010-01-09 17:57:12 manual cdzitic bl
2 2010-01-09 00:01:07 2010-01-09 00:01:53 motion g: zalal il ticl
2 2010-01-09 00:02:18 2010-01-09 00:03:01 motion
2 2010-01-09 00:03:01 2010-01-09 00:04:12 motion 1 M2 M3 M4
2 2010-01-09 00:03:32 2010-01-09 00:54:27 manual 25 @ @ s
2 2010-01-09 00:14:22 2010-01-09 00:15:03 motion
2 2010-01-09 00:21:54 2010-01-09 00:22:35 motion Mo Mio Mu M1
2 2010-01-09 00:23:51 2010-01-09 00:24:33 motion 13 M4 M15 16
2 2010-01-09 00:25:12 2010-01-09 00:25:54 motion
2 2010-01-09 00:26:57 2010-01-09 00:28:43 mofion o
2 2010-01-09 00:31:48 2010-01-0 00:32:30 motion S
3t RIERENCN

Fig 7-8 Event Search Interface
Step 2: Click the highlight date and select record channels.
Step 3: Checkmark the event type: motion and sensor.
Step 4: The events will be display in the event list box by clicking Search button.
Step 5: Double-click certain item to playback

File Management

Step 1: Enter into Search->File management. Refer to Fig 7-9:
Step 2: Select highlighted date and channels.

Step 3: Click “Search” button to search the recorded files.
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Check Channel Start time End time Status

O 1 2010-01-09 00:01:07 | 2010-01-09 00:02:16 motion Q
O 1 2010-01-09 00:03:28 |  2010-01-09 01:24:11 manual 3
O 1 2010-01-09 00:08:36 | 2010-01-09 00:09:31 motion
O 1 2010-01-09 00:10:10 | 2010-01-09 00:10:58 motion Search
O 1 2010-01-09 00:11:30 |  2010-01-09 00:12:15 motion
0O 1 2010-01-00 00:14:48 | 2010-01-09 00:15:43 motion 2010 ¥|3an ¥
1 2010-01-09 00:15:45 2010-01-09 00:17:09 motion SurModiTUe WiedRTil FI” 52“
O 1 2010-01-09 01:24:11 2010-01-09 02:46:11 manual 3| a|s5|6|7|8le
O 1 2010-01-09 02:46:11 | 2010-01-09 03:19:45 manual 10) 11 [EBY 13 | 141516
O 1 2010-01-09 17:39:52 2010-01-09 17:57:12 manual 1718 | 19| 20 | 2112223
] 2 2010-01-09 00:01:07 | 2010-01-09 00:01:53 motion ;‘ 25020127 |:28:2°, 30
O 2 2010-01-09 00:02:18 |  2010-01-09 00:03:01 motion
0 2 2010-01-09 00:03:01 | 2010-01-09 00:04:12 motion
O 2 2010-01-09 00:03:32 |  2010-01-09 00:54:27 manual 2 M3 M4
O 2 2010-01-09 00:14:22 | 2010-01-09 00:15:03 motion e Bz M
O 2 2010-01-09 00:21:54 |  2010-01-09 00:22:35 motion o B Bo
O 2 2010-01-09 00:23:51 |  2010-01-09 00:24:33 motion
O 2 2010-01-09 00:25:12 | 2010-01-09 00:25:54 motion 13 M4 M5 16
O 2 2010-01-09 00:26:57 2010-01-09 00:28:43 motion
O 2 2010-01-09 00:31:48 | 2010-01-09 00:32:30 motion

[

J[ Wone |[znverss| 0/o EEE}

[ Lock ” Unlock ” Delete I

Fig 7-9 File Management Interface
Lock: Select certain file item in the file list box and then click “Lock” button to lock this file that ca not be deleted or overlaid
Unlock: Select a locked file and then click “unlock” button to unlock this file
Delete: Select an unlock file and then click “delete” button to delete this file from file list

7.4.2 Remote Backup
Click Backup button to enter into backup interface. Refer to Fig 7-10:
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LIVE SEARCH BACKUP ‘ CONFIG TOOLS INFO
- ‘ _ ©)
Check CH Start Time End Time Status >
1 2011-04-27 23:50:35 2011-04-28 00:12:48 Sciret
1 2011-04-28 00:12:48 2011-04-28 00:34:58
1 2011-04-28 00:34:58 2011-04-28 00:57:07
] 1 2011-04-28 00:57:07 2011-04-28 01:19:16
O 1 2011-04-28 01:19:16 2011-04-28 01:41:34 Start Time
] 1 2011-04-28 01:41:34 2011-04-28 02:03:47 [ 2011-04-28 |[%]
0 1 2011-04-28 02:03:47 2011-04-28 02:25:52 |00 : 00 : 00
O 1 2011-04-28 02:25:52 2011-04-28 02:48:02 End Time
O 1 2011-04-28 02:48:02 2011-04-28 03:10:11 [ 2011-04-28_|[)
] 1 2011-04-28 03:10:11 2011-04-28 03:32:20 2
] 1 2011-04-28 03:32:20 2011-04-28 03:54:25
] 1 2011-04-28 03:54:25 2011-04-28 04:16:35
0 1 2011-04-28 04:16:35 2011-04-28 04:38:44
0 1 2011-04-28 04:38:44 2011-04-28 05:00:53 2 3 M4
6 7 8
a1 ][ Inverse 1/16 wwmw B
File Path ! \ [ Browse ] [ Backup ] 14 Mi15 16

Fig 7-10 Remote Backup Interface

7.5 Remote System Configuration
You can do remote setup of the device which includes functions like basic configuration, live configuration, record configuration,
schedule configuration, alarm configuration, network configuration, PTZ configuration and user configuration. You should
select an option from the menu list on the left and then setup the relative parameters. Only one user can do configuration setup
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Step1: Select channels, set the start and end time and then click “search’ button to display the file information in the file list box
Step2: Select backup files and click “browse” button to set the path. Then click “backup” button to start backup. The backup
files will be saved on user’s PC.
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at a given point of time. Click Config tab to enter into the below interface as Fig 7-11:

main menu —' LIVE SEARCH BACKUP CONFIG TOOLS INFO
" Local config ipply Default
~
h
N
v b
O Basic Local View
= Snap Path E:d | Browse
= Snap Amount 4 -
@ Record Remote Playback
Snap Path C:\Users\kevin\Docunent s | Browse
Sc e
S Snap Amount 10 -
£,
mt‘ Alarm Local Record
Save Path F:\ 15 | Browse
@ Network Record Channel
PTZ M 41 vi2 Vi3 /4 4|5 | ¥s 47 | #is
/| Y9 ¥ 10 411 412 v13 V|14 #1115 16
é Users
- Audio Channe
’ Advanced 1 3 3 4
‘ Apply Default
sub menu

Guide for more details.

7.6 Tools

Fig 7-11 Remote System Configuration
The sub menu list and the options in every menu are similar to that of the DVR. Please refer to Chapter 3 Main Menu Setup

Click on tool's tab to access the disk management tool. You can view the status of the HDD, change/view the read/write
properties and can also format the HDD remotely.

7.7 Remote Information

The Info tab provides a web based interface to access the general information pertaining to the DVR’s settings. It includes five
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submenus: System, Event, Log, Network and Online users. The sub menu list and the options in every menu are similar to that
of the DVR. Please refer to Chapter 6 System information for more details.

LIVE SEARCH BACKUP CONFIG TOOLS INFO
' System
Type User Name Time P Address Q
s\?/j Event Backup Finished admin 2010-08-09 11:09:42 | 127.0.0.1 D
Logon admin 2010-08-09 11:07:58 172.16.31.232
= Logoff admin 2010-08-09 11:07:53 | 172.16.31.232
3_LJ Leg Logon admin 2010-08-09 11:07:25 | 172.16.31.232
. Logon admin 2010-08-09 11:07:23 | 172.16.31.232 Start Time
@ Metwork Logoff admin 2010-08-09 11:07:13 | 172.16.31.201 [ 20io-08-08 | 'E
Logoff admin 2010-08-09 11:07:13 | 172.16.31.201 00 - 00 : 00
PR oniine Users Modify Settings To Handle Vid...| admin 2010-08-09 10:39:48 | 172.16.31.201 End Time
e Change Settings To Handle Se...| admin 2010-08-09 10:39:16 | 172.16.31.201 [ zoto-oe-aa (%]
Change Settings To Handle Se...[ admin 2010-08-09 10:39:16 | 172.16.31.201
Change Settings To Handle Se... admin 2010-08-09 10:39:16 | 172.16.31.201
Change Settings To Handle M... | admin 2010-08-09 10:38:51 | 172.16.31.201
Change Settings To Handle M... | admin 2010-08-09 10:38:51 | 172.16.31.201 System Control
Modify Area For Motion Detect...| admin 2010-08-09 10:38:51 | 172.16.31.201 Config
Change Settings O Inbox admin 2010-08-00 10:37:24 | 172.16.31.201 T
Change Settings OF Outbox admin 2010-08-09 10:37:24 | 172.16.31.201
Logon admin 2010-08-09 10:34:26 | 172.16.31.201 Badawy
Add User admin 2010-08-09 10:33:40 | 172.16.31.201 Media Search
Add User admin 2010-08-09 10:33:35 | 172.16.31.201 View Information
Add User admin 2010-08-09 10:33:20 | 172.16.31.201 -
14 | > L4l
EXport Fath
[ Browse | [ Espoxt |

Fig 7-12 Remote Information Search

Note: There may be slight differences with respect to functions of remote surveillance between through IE and
through Apple PC. Here we only take IE remote access for example.
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8 Mobile Surveillance

This DVR supports mobile surveillance by phones with Windows mobile, symbian, android, Iphone and Blackberry OS. At the
same time, it supports 3G network. We tested Dopod D600 (WM5) and Dopod S1 (WM6), which work fine with the DVR.

If you want to make mobile surveillance, please enable network service on the DVR first and refer to Chapter 4.6 Network
configuration. The below is the use instructions on mobile client end for five OS.

8.1 By Phones with Windows mobile OS

Stepl : Firstly activate the network access on mobile phone and then run “Internet Explorer”. Input the server’s address and
the connection is built up shown as below picture on the left:

Step2 : Click on the software name. A dialog box pops up as below picture in the middle:

Step3 : Click “Yes” to start downloading and installing:

Step4 : PCam will be opened automatically after installation. Refer to the picture on the right:

Internet B P ot V)| ¢ 10:35 €3

Internet B P & )| 4£ 10:36

Pocket Camera § ot Y||| £ 10:39 e

http:/{192.168,3,135/PcamEn.htm «| @ http://192.168.2.135/PcamEn.htm | @ Setver: [192,168.3.35 ~| Go
back || Refresh -+ I' " Chatinel: | of #
— — Downloa

== User:  [admin Password; [## s
»>Update Blam v1.1.2.624 Dowrload the 943 KE file T
Tip: "PCam, PPC2003_ARM.CAE' ko the My

ou wil see a message appear ke Docurents' Folder in Main Memary?
the following after you click the
bliipt?gf URL please dlck the "ves = Open file after download =

T —

Diownioad [BlapiijlETs]

PCarn.PPC2003_ARM.CAE to the PCamn.PPC2003_ARM.CAE to the

My Docurnent” folder in Main My Document’ falder in Main

Memaory? Mernory?

[Aopen fie after dowrload L [l 0pen file after download

| X | b

view Tools ¢ €] &} <% view Tools & €3 @ <
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Step5 : Input the server’s address, ID and password respectively in the field of “Server”, “User” and “Password”, and click “Go”

to log on the server. Refer to the below picture on the left:

Step6 : Camera 1 is the default channel after login. Change the channel in rolling-down menu of “Channel”. Refer to the below

picture on the right:

8.2 By Phones with Symbian OS

Notice: User name and
password here are the same

with that used on the DVR.
The default is admin and
123456.

Please use the smart phones with symbian version supported by this unit. The detail information is as follows:

Symbian S40 support
Symbian UIQ support
Symbian S80 support
Symbian S60 support
Symbian S60 3 Edition-Symbian OS v9.1 support
Symbian S60 3" Edition with FP 1-Symbian OS v9.2 support
Symbian S60 3" Edition with FP2-Symbian OS v9.3 support
Symbian S60 5" Edition-Symbian OS v9.4 support
Symbian S60 5.1 Edition-Symbian OS v9.5 support
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Step1l : Enable the network access on mobile phone. Then run Web browser.

Step2 : Input the DVR server’s IP address in a new-built bookmark. Click this bookmark to connect to the DVR. Refer to the
picture on the left:

Step3 : A welcome window will pop up and requires a package. Click the software name to download. Refer to the picture on
the right:

¥ \wehcam
ELCOME

& Bookmarks

= The mobile phone was
|1 Web feeds detected based on Symbian
By Saved pages $60 3rd.

We recommend that you

% Auto. bookmarks download this
s

is|to install.

@ http}//210.21.229.142:111; SUDerDVHlcomponents
Go to Cancel Options Close
Step4 : A security windows will pop up after downloading and ask if install the package. Click YES to install.

Step5 : A Scam shortcut icon appears on the system menu after finished.
Step6 : Run Scam program. It will enter a function interface. Refer to the picture on the left:

Step7 : Click System setting--->Login Setting to enter login interface. Refer to the picture on the right:

' Pocket Camera #./~ Login Setting
HERE 5
8e Live View HttpPort: -
Live view: to do mobile live view. £ 1mageview i
Image view: to check the pictures % . [ Admin S
. . . System Setting -
Snapped in live view. "” Password:
System setting: Login setting - sitier T
And Alarm setting.- B winsock
Help: function indication and help} oK kel Options Batk

69



DVR User Manual

Step8 : Input the server’s address, ID and password respectively. Then save.

) Notice: About Access point, there may be different access points in different countries or from service providers.
Step9 : Enter Live View, it will connect the server and display pictures. Refer to the picture on the left:

) Notice: User name and password here are the same with that used on the DVR. The default is admin and 123456.

Step10 : In Live View, users can snap pictures, change channels and control PTZ. Refer to the picture on the right:
Live View

- Live View
b )
SnapShot
FullScreen Direction
Camera Focus
PTZ Zoom
Hide Iris
Options Back Select Cancel

8.3 By phones with Iphone OS
1. Install through Iphone.

Step 1. Open App Store function of Iphone.
Step 2. Enable “search” m function to search “Superlive”.
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Phone Contacts __ Messagos Safari

China Unicom = 2:19 pm. o =

stk China Unicom = 10:32 am i =

Step 3: Click Superlive-pro, enter into “introduce” interface and then click “FREE”, it will change into “INSTALL”

China Unicom = 2:19 p.m.

SuperLive is a professional mobile phone client
software for digital video recorders and IP cameras
in CCTV surveiiance (compatible models only).

No Ratings

1.Support single,Multi-channel monitor switching.
2.Support PTZ control

3.Support channel video capture,record and record
playback

4.Support channel audio

5.Support server list. No limit on the number of

server list.
6.Support audio , shake alarm.

iPhone,then you can transport these files to PC
by ITunes.

SuperLive is a professional mobile phone client
software for digital video recorders and IP cameras
in CCTV surveillance (compatible models only).

1.Support ung-m -channel monitor switching.
2.Support PTZ
:supponmumwmmawm

yback
4.Support channel audio
5.Support server list. No limit on the number of
server list.
6.Support audio , shake alarm.

9.Support backup record files to Ablum on
iPhone.then you  can transport these files to PC
by ITunes.

Step 4: Input iTunes Store password and then click “OK”. The software will be installed automatically.
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iTunes Password

superlive 2009 @gmail.com

Loading -

Cancel

(als]ofrlefu]afr]L]
Ll z]x]c]v]s|n i

123 @ space return

Note: If it is the first time for user to operate, please enter user ID; if there is no Store account, user needs to apply for
one.

2. Install through PC.

Options

+ o] S-S -}

Step 1: Install iTunes store in PC and then login Step 2: Connect iPhone and P
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LG . e— AT 3
- E—
ez W= B850
::_ “:_; =5 @ M=
N N e
' 8 © =
Step 3: Enable “search” al function to search “Superlive-pro” Step 4: 'C|ICk “free application” button
p— “ G

PO -

]

Step 5: Input apple ID and password, then click “acquire”
Step 6: Checkmark “synchronously apply program” and “Superlive-pro”, and then click “Apply” button

Operation Instruction for Superlive (iphone)
1. Login interface
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Enter server’s IP address (or domain name), user name and password
Click “Remember server” to save the setting; click ¥ button can quick
input saved server address, user name and password.

y 2
;—'x} SuperlLive Pro

2.
i E
& Image view == Four channel
3 Playback O Snap
® Setting r;“ Record
m Information view Audio
Server list Talk
Logoff Color
_- Single channel | = YA
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Upward rotates the PTZ

Downward rotates the PTZ

Leftward rotates the PTZ

Rightward rotates the PTZ

Stop rotating the PTZ

Zoom In/Focus In/Iris Add

Zoom Out/Focus Out/Iris Sub

To enter into the next interface

(Ao m ]|

To return to the previous interface

Preset

select the preset point

Cruise

Set the cruise line

Speed

Rotate speed of the PTZ

3. Image View

After the image is snapped, you can click E icon to enter into the image view interface. Select the image and click it to amplify

this image. Then you can copy or delete the image. Click ‘close’ button to return to the previous interface.
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4.  Playback
Click @ icon to enter into the playback interface. Then click ‘Search’ button, select the time and channel to playback and click

button. Now you can see the local file list. Select a file and click play button to playback. You can also copy or delete the
file. Finally, click ‘Close’ button to return to the previous interface.

Local file search Search

Mon Feb 13
ioday
Wwed Feb 15

You can also search file to playback through time search, event search and remote file search. Please click the related button.

5. Server list
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6.

7.

Click button to enter into server list interface. You can click G"

icon to add a server list. After you add the list, you can click “icon to

edit the server information and click @ icon to delete this server

information.

Click E icon to enter into Settings interface. You can set many properties,
such as local, basic, live, record, schedule, alarm, network, etc. Please see
chapter four in respect of setting steps for more details.

Information View Interface
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Close System

Device ID:

Hardware Version;

MCU Varsion:

Kernel Versian:

Firmware Versian;

Launch Date:

EDVR

o

302.0.3-7"7

09.08.20

1111302204- 1106241524~

3.1.91.P-1.0.6.0.F-00

2011-12-5

Click m icon to enter into information view interface. You can check the
information of system, network and online users. In the system interface, you can
see the information of device name, device ID, hardware version, MCU version
and so on. In the network interface, you can see the information of http port, server
port, IP address, gateway, network status, etc. In the online users interface, you
can see the information of the current online users.

8.4 By phones with Android OS

Software Installation

Step 1: Run Google Market program

D@ 3:55em Ex(@] ]

D @G aasrm

A SuperCam
> o

Step 2: Search "Supercam”
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Ex[e] 7] T & 3 4:43PM FOM BE®Q s9rm

=Y superCam

TonyChen SuperCam

TonyChen

1L 8.8 6 8 ¢

A Network commumcatlun

full Internet a

A System tools

e iR (e SRS
A Hardware controls
cord audio

SuperCam is a professional

mobile phone client software for

digital video recorders and IP © showall
cameras in CCTV surveillance

(compatible models only).

The software is for professional

[

Step 3: Press “Install” button Step 4: Click “OK” button
u_e:ember'll, 20094 M1 &3 (9 4:51PM gme Q 16:58
Clear notifications

£4 USB connected
Select to Py files toffrom DY :nmpuler

E SuperCam
Finish install 451eM
@ Add E-mail

4:00 PM

ETI 10655111 Market
5 unread messages. 2009-12-14

Step 5: User can view the download and install process in notifications; Once finishing downloading, the software will install

automatically.

Login
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User:

Password:

Cancel

Enter into server’s IP address (or domain name), user’s ID and password.
Click “Remember server” to save the setting; click ¥ button can quick input saved server address, user name and password.

Main menu

[Playback] playback record file [Image] image view
[Log] log record [Server List] | device list
Server List Settings [Live] live view [Settings] software setting
-E b b ' [Information] | device information view [Help] software help center
‘i/ N [Logoff] logoff and return to login interface

Information  Hel Logoff
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Live view

Return Live

Lo T can 001
s ;

L e o R
NOAQOARUTFTIREBRA Yy

HE*@ %4 <

Image view

DVR User Manual

. Single channel
n Stop playing E display
Screen Four channels
mode E display
[o] Snap PTZ
B4 | Talk Record
:m Live audio Ed | Hice

The first picture

The previous picture

Next picture

The last picture

Zoom in

Zoom out

oD

Delete
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Record playback

Retun  Choose Channel Clear Return Choose File Clear Retwrn 2011-05-31-14-23-05
Play/Pause
CH: 1 =I[ 2011-05-31-14-23-05 y
2011-05-16-09-39-44 Stop

Fast forward

Allv]iaf{=

Slow play

n m P A« 1x Nowplaying

Click Playback icon in the Main Menu interface to enter into the playback interface. First, choose channel. Second, select the
record file and click it to playback. Finally, click ‘Return’ button to return to the previous interface.

Server list

Add a server list

Return Server List
f

Server20110421
Server20110426 Modify a server list
Server20110512 Delete a server list

Return to the previous

Return .
interface

Config interface
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Return Settings
Storage:
Record file clip size:

2MB 4MB 6MB T 8MB 10MB 12MB
.-
Record recycle: .

Reserved disk space:

Display:
Remember display order: .
Display mode:
One

Alarm:
Audio alarm:

Shake alarm:

Information view

DVR

User Manual

Alarm setting

If Audio alarm is enabled, when Video
Loss/Sensor/Motion happen , sound alarm will be
triggered; If shake Alarm is enabled, when Video
Loss/Sensor/Motion happen , shake alarm will be
triggered.

Storage setting

User can setup the relevant parameters of mobile
video. This function can be valid only insert SD card.

Display setting

User can setup display order or display mode.

Return

Device:

Information

Device name: EDVR

Device ID:

0

Software Version: 3.1.8.8-1.0.2.1-11

Build date:

Phone:

20110310

Software Version: 2.3.0

Build date:

8.5 By Phones with Blackberry OS

20110531

1. Open the browser of BlackBerry phone and enter sever address
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2. Click “Supercam” to link

http:,f.’waniunjie.meibu.com:ﬁO?OI A WELCOME

Bookmarks... & SupsrCam for BlackBerry

©@Home Page (BlackBerry Bookmarks) *

i & NoTE:

History... Th¥s software is designed for BlackBerry OS above 4.5

[} I you use BlackBerry storm 9500 or 9530,You will have a compatible proclev
WebCam Just choose Option options. >

@ about:start SUpErOVR components.

@ WebCam

Download SuperCam

Name: SuperCam;. Name: SuperCam‘
Version: 2.0 Version: 2. Di
[Vendor: <unknown=> Vg >

Size: 225.3KB B

B Set application permissions.

[“oourions

(ox ]
| Run

Note: If the software fails to download, please check in accordance with the following steps:
1. Check whether the network of mobile phone is normal or not
2. Check whether DVR server connect network normally or not
3. Modify the option of Browser Configuration.
(1) Enter into Menu->Option->Browser Configuration. Refer to the following figure on the left.
(2) Enter into Menu->Option->Cache Operations, clear up browser cache. Refer to the below picture on the right:
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Browser Configuration

B Support JavaScript i eaHistory
B3 Allow JavaScript popups Content Cache

® Terminate slow running scripts

® Use Background Images

4 Support Embedded Media

IShow Images: On WML & HTML Pages|
Browser Identification: BlackBerry]
Start Page: Start Page|

[Home Page Address: about:start

Size: 2.7K
Clear

Pushed Content
Size: 0.0K
[Cookie Cache
Size: 0 cookies

Note : When user used the Supercam software in mobile phone with touch screen, there will be compatible problem.

Solution: Enter into Options Menu->Advance options->Applications->Supercam and click “Disable Compatibility” button. This
problem will be solved.

Login

‘\_.__,;

Address: Enter server’s IP address (or domain name), user’s ID and password.

;’:S“S';Z’r‘;e Click “Remember server” to save the setting; click ¥ button can quick input saved

ElRémember server server address, user name and password.

Login Exit

Main interface

w Image image view Log log record
Image Server List Server List | device list Settings software setting
T ws : o : device information
Live live view Information :

Settings Information view

S 74 software hel logoff and return to

£ Help P Logoff g. .

center login interface
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Live view

i el 7)) ey ]

B2 E3 H4 E5 H6 W7

Ho N0 N1 H12 W13 W14
W15 W6

.Preset
Group

Note: User can click D Return button on the Blackberry phone to return the previous interface.
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Mark 1 | Current viewing channel Mark 2 Channel status

Switch channels H PTZ, click to switch to Fig 2 interface

Snap Full screen

l+]
%]
E Background alarm @ Stop rotating the PTZ

Upward rotates the PTZ = Downward rotates the PTZ
Leftward rotates the PTZ Rightward rotates the PTZ
0 Zoom In/Focus In/Iris Add Q Zoom Out/Focus Out/Iris Sub
Preset | Select the preset point Group Set the cruise line

Server list

- Company
address: wanjunjie.meibu.com:6058
Street
address: 192.168.3.142:1111 [Add] Add a server list

Home

“ress: wanjunjie.myqg-see.com:605 Modi Modifyv a server list
i [Modify] 1odif:

iina
Modify
Delete |ress: democracy.meibu.com:6037

[Delete] Delete a server list
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Software configuration

Alarm type:

M Video loss

® Motion alarm
®Sensor alarm
Alarm output type:
M Audio alarm

®Vibrate alarm

Information view

Device:
Device name: EDVR
Device ID: 0
Software version: 3.1.2.P
Build date: 19740305
Phone:
Software version: 2.1.0
Build date: 2010.08.16

Alarm type: Setup the type of background alarm
(Video Loss/Sensor/Motion)

Alarm output type: Setup prompt type of backgound

Alarm (sound alarm/ bibrate alarm)

Device ID: the current connection device ID

Software version: the current connection device
software version

Build date: the current connection device build date

Software version: the software version of mobile
phone in use

Software build date: the software build date of
mobile phone in use
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Appendix A FAQ

Q1. Why the DVR doesn’t turn on even after connecting to the power?

a. The power adapter could have gone bad. Please change a new power adapter

b. The power from the adapter may be not enough for operating the DVR. Please use the power adaptor supplied along with the
DVR.

c. It could be a hardware problem.

Q2. There is no menu displayed and only has live image display.
a. Check whether the monitor is connected to the main video out and not the spot out. The monitor might be connected to VGA
port whereas the DVR may be set for output through BNC or vice versa. Long press Fn/ESC key to toggle the output modes.

Q3. The DVR LED turns on, however there is no output.

a. The power from the adapter may be not enough for operating the DVR. Please use the power adaptor supplied along with the
DVR.

b. It could be a wiring issue. Please check the connection for the same.

c. Check the monitor settings.

Q4. Why are no images displayed on few or all the channels of the DVR?

a. It could be a wiring issue. Please check the cable and the ports of the cameras and DVR.

b. The problem can also be related to cameras. Please check the same.

c. Please make sure that the channels are not programmed as hidden channels and check the status from admin login.

Q5. Cannot find HDD

a. The power from the adapter may be not enough for operating the DVR. Please use the power adaptor supplied along with the
DVR.

b. It could be a wiring issue. Please check the power and data cables of the HDD.
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c. The HDD could have gone bad. Change a new one.

Q6. Cannot record

a. Make sure the HDD was formatted prior to use.

b. Maybe the user hasn’t enabled the record function or has done incorrect setup. Please refer to Chapter 5.

c. Maybe HDD is full and thus the DVR is not able to record. Check HDD information from Disk management and if required,
please enable the recycle function.

d. Check the attributes of the HDD. It might be set to read only mode.

e. The HDD could have gone bad. Please change another one.

Q7. Mouse does not work.

a. The mouse should be connected to the USB port at the rear side.

b. After connecting the mouse, allow the DVR to detect the mouse for seconds. If not detected, try restarting the DVR.
c. The mouse may be incompatible or faulty. Please change a mouse.

Q8. Cannot download ActiveX control.
a. |IE browser blocks ActiveX. Please do setup as per the steps mentioned below.
@ Open IE browser. Click Tools-----Internet Options....

‘2 about:blank - Microsoft Internet Explorer

File Edit “iew Favorites SGEEES Help

_ Mail and MNews r
o = Iﬂ Synchronize. ., i
Windows Update
Address féj about:blank P

Show Related Links

Internet Cptions...
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@ select Security------ Custom Level....Refer to Fig 8-1
3 Enable all the sub options under “ActiveX controls and plug-ins”. Refer to Fig 8-2

@ Then click ok to finish setup.
b. Other plug-ins or anti-virus may block ActiveX. Please disable or do the required settings.

| - 5
. E m1 Security Settings @@
General | Secunity | Privacy | Content | Connections | Programs | Advanced Sattings:
Select aWeb content zone ta specify its security settings. Ir?, Enable v
“'."] @ Download signed Activex contraols

v ) (") Disable
Internet Localintranst  Trusted sites  Restricted ) Enable
sites () Prompk

| [§] Download unsigned ActiveX controls

nternet 2

This zone containg &l Web sites you () Disable
haven't placed in other zones e
Security level for this zone

Custom
Custom settings.
- To change the settings, click Custamn Level
- To uze the recommended settings. click Default Level.

Reset cuskom settings

] Reset bl | Medium v

[ Custom Level ] [ Default Level
Fig 8-1 Fig 8-2

Q9: DVR displays “please wait...”all the time
a.HDD power cable and data cable may not be well connected. Please check the connections for HDD.
b. It is also possible that the DVR was forced to stop because HDD has a bad sector and it may have caused the system to

halt. Check with a good known HDD or try formatting the existing HDD.
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Q10: How to input password and numbers in the interface?

Click the password or the input box a small keyboard will pop up. Please select characters to be input (the initial password is

123456), or you can use the digital keys on the front panel, or the digital keys on the remote controller.

Q11: A hard disk is being identified as a new device however it was being used with another DVR of same model.
Should it be formatted prior use?

It is possible to migrate an HDD from one DVR to another provided that the DVRs are of the same model and that the HDD
being migrated would be used as the sole disk in the new DVR. However in cases where the new DVR already contains a HDD,
the migrated disk being installed would have to be formatted. In general migrating disks from one DVR to another is not

recommended.

Q12: What is the minimum configuration required for remote monitoring?

PC Module Parameters
CPU Intel Celeron 2.4G

Motherboard Intel 845

HDD 80G

RAM 512M
VGA NVIDIA GeForce MX440/FX5200

ATIRADEON 7500/X300

(O] Windows 2000(SP4 above) /Windows XP(SP2 above) /VISTA
DirectX 9.0

Q13: What is the PC configuration for 16-ch real time viewing of mainstream?
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PC Module Parameters
CPU Intel Core(TM)2 Duo CPU E4600
Motherboard G31/P31 chip
HDD 80G
RAM 1GB
VGA GMA3100/NVIDIA GeForce 8400/
ATl RADEON HD3450
0S Windows 2000(SP4 above) /Windows XP(SP2 above) VISTA
DirectX 9.0

Q14: How to handle the situation that the codec Control is blocked when downloading in the VISTA or Win7 system?

This problem can be fixed in two ways:

a. Enter Control Panel->User Account and Family Safety - User Account Control (refer to Fig 14-1); click Turn User Account
on or off. Cancel Use User Account Control (UAC) to help protect your computer.

b. Right click IE browser (refer to Fig 14-2), select Run as administrator to run browser.
Open

Open file location

&Y Run as administrator
Restore previous versions

EEIE XN Send To »

Cut

2, « Tumn User Acco...

Turn on User Account Control (UAC) to make your computer more secure Copy

User Account Control (UAC) can help prevent unauthorized changes to your computer. We Create Shortcut
recommend that you leave UAC turned on to help protect your computer.

[] Use User Account Control (UAC) to help protect your computer Delete

Rename
OK Cancel
[ox ][ concel ] S
Fig 14-1 Fig 14-2

93



DVR User Manual

Q15. How to play the backup file?
a. Insert your USB device where the backup files are saved in the USB port of PC. If your files are saved in NVR format, you
must have already download the backup player box before doing backup. Then double click to open your USB disk to find
_ Biperflay
TR indows Ins
your backup files and backup player. Double click T 525 icon to install backup player. After you install it, open this

player and click “Open Path” button to open your backup file. Next, click play button to play the backup file. Double
click the image and then right click to enable audio. If you save your backup files in AVI format, you can directly open your
file by using the media player which supports this format.

HEE B Super Player

File Wiew Play Divide Help

frse E 3 7Y

"B Scarch Setting | — EventList
Select Date

Kl Machzoz B

Open Path Sun fon Tue ured Thu Fri sat

2 3

a5 6 7 8 31

112 13 4 15 16 17

Open Disk 18 19 20 21 22 23 [0
25 26 27 28 23 30 3 2 searcn

v

N T T e W e O Iy P T R O T TP

v v
> B >
Ready Source N [5:\201 20824155704 201 <t

B
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Users can calculate the size of hard disk according to the saving time and DVR recording settings. The DVR uses fixed video
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Appendix B Calculate Recording Capacity

bit rate. The below are the details at different settings.

Highest 1M 465
Higher 768k 297
Medium 512k 230
NTSC CIF 30 Low 384k 173
Lower 256k 115
Lowest 128k 56
Highest iM 466
Higher 768k 295
oAL CIF - Medium 512k 235
Low 384k 175
Lower 256k 112
Lowest 128k 56.4

The calculation format is: Total Recording capacity =Used space per hour (MB/h) (coverage rate of hard disk) x recording
time (hour) xchannel numbers

For instance, one customer uses PAL cameras, set resolution to CIF, video quality to Lowest, frame rate to 25 fps for enabling
total 16 channels. He wants the unit to record continuously in a month. Below is the calculation:

Total Recoding capacity =56.4 (mb/h) X 24(hours/day) X30(days) X16(channels)= 649728(MB)=650(GB)
Therefore, customers just install one SATA HDD with 750GB, it can almost record for one month.
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Appendix C Compatible Devices

1. Compatible USB drive after test.

Brand Capacity
SSK 512MB, 1G, 2GB
Netac 4GB
Kingston 2GB
Aigo 2GB
Smatter vider 1GB
SanDisk 4GB
2. Compatible HDD list
Brand Capacity
Seagate Barracuda 80G/160G/250G/320G /1.5T/2TB
Seagate SV35.3 1T
Seagate Pipeline HD.2 500G
Maxtor Diamondmax 160G
HITACHI Deskstar 80G/160G
WD WD1600JS 160G
Samsung HD161HJ 160G
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Appendix D 4-CH Specifications (CIF Real Time)

Compression format

Standard H.264 Baseline

Video output

Composite : 1.0V p-p/75Q BNCx1 , VGAX1

Video input

Composite : 1.0V p-p/75Q BNCx4

VGA Resolution

1280*1024 /1024*768/ 800*600

Record Resolution

352*288/704*576 (PAL), 352*240/704*480(NTSC)

Display Frame Rate

100FPS (PAL),  120FPS (NTSC)

Record Frame Rate

100FPS/25FPS (PAL),  120FPS /30FPS(NTSC)

Audio input

RCA X2

Audio output RCA X1
Record Mode Manual / Sensor /Timer / Motion detection
Simplex/Duplex/Triplex Pentaplex
Network Interface RJ45 (LAN, INTERNET)
PTZ control YES
Communication interface RS485, USB2.0 x 2(one for backup, another for USB mouse)
Disk info SATAXx1
Remote controller YES
Power supply 12V3A
Temperature 0°C-50C
Humidity 10%-90%
Average Operating Power ( Excluding HDD ) <20W
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Appendix D 4-CH Specifications (D1 Real Time)

Compression format

Standard H.264 Baseline

Video output

Composite : 1.0V p-p/75Q BNCx1 , VGAX1

Video input

Composite : 1.0V p-p/75Q BNCx4

VGA Resolution

1280*1024 /1024*768/ 800*600

Record Resolution

352*288/704*576 (PAL), 352*240/704*480(NTSC)

Display Frame Rate

100FPS (PAL),  120FPS (NTSC)

Record Frame Rate

100FPS (PAL),  120FPS (NTSC)

Audio input RCA X2
Audio output RCA X1
Record Mode Manual / Sensor /Timer / Motion detection
Simplex/Duplex/Triplex Pentaplex
Network Interface RJ45 (LAN, INTERNET)
PTZ control YES
Communication interface RS485, USB2.0 x 2(one for backup, another for USB mouse)
Disk info SATAXx1
Remote controller YES
Power supply 12V3A
Temperature 0°C-50C
Humidity 10%-90%
Average Operating Power ( Excluding HDD ) <20W
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8-CH Specifications

Compression format

Standard H.264 Baseline

Video output

Composite : 1.0V p-p/75Q BNCx1 , VGAX1

Video input

Composite : 1.0V p-p/75Q BNCx8

VGA Resolution

1280*1024 /1024*768/ 800*600

Record Resolution

352*288/704*576 (PAL), 352*240/704*480(NTSC)

Display Frame Rate

200FPS (PAL),  240FPS (NTSC)

Record Frame Rate

200FPS/50FPS (PAL),  240FPS/60FPS(NTSC)

Audio input

RCA X2

Audio output RCA X1
Record Mode Manual / Sensor /Timer / Motion detection
Simplex/Duplex/Triplex Pentaplex
Network Interface RJ45 (LAN, INTERNET)
PTZ control YES
Communication interface RS485, USB2.0 x 2(one for backup, another for USB mouse)
Disk info SATAXx1
Remote controller YES
Power supply 12V3A
Temperature 0°C-50C
Humidity 10%-90%
Average Operating Power ( Excluding HDD ) <20W
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Appendix F 16-CH Specifications

Compression format

Standard H.264 Baseline

Video output

Composite : 1.0V p-p/75Q BNCx2, VGAX1

Video input

Composite : 1.0V p-p/75Q BNCx16

VGA Resolution

1280*1024 /1024*768/ 800*600

Record Resolution

352*288 (PAL), 352*240(NTSC)

Display Frame Rate

400FPS (PAL), 480FPS (NTSC)

Record Frame Rate

400FPS (PAL), 480FPS (NTSC)

Audio input RCA X2
Audio output RCA X1
Alarm input NO or NC 16CH
Alarm output: 1CH
Record Mode Manual / Sensor /Timer / Motion detection
Simplex/Duplex/Triplex Pentaplex
Network Interface RJ45 (LAN, INTERNET)
PTZ control YES
Communication interface RS485, USB2.0 x 2(one for backup, another for USB mouse)
Disk info SATA X1
Remote controller YES
Power supply 12V3A
Temperature 0°C-50°C
Humidity 10%-90%
Average Operating Power ( Excluding HDD ) <30W
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